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Form3160-3 FORM APPROVED
(August2007) OMBNo.10044137

ExpiresJuly31,2010UNITEDSTATES
DEPARTMENTOF THE INTERIOR 5. LeaseSerialNo.
BUREAUOF LANDMANAGEMENT

UTU-01197A

6. . IfIndian,Alloteeor TribeNameAPPLICATION FOR PERMIT TO DRILL OR REENTER N/A

O O 7 IfUnitor CAAgreement,NameandNo.la. Typeofwork: / DRILL REENTER NaturalButtes Unit

8. LeaseNameandWellNo.
Ib. Typeof Well: 08 Wen Go Weß O&er SingleZone MultipleZone NBU 1022-10A2T

2. NameofOperator 9. API WellNo.
Kerr-McGee Oil&Gas Onshore, LP

3a. Address 3b. PhoneNo.(include area ca) 10.FieldandPool,orExploratory
1099 18th Street #600, Denver, CO 80202 720.929.6226 Natural Buttes Field

4. Locationof Well (Report locationclearly and in accordancewith any Staterequiremene*) 11.Sec.,T. R.M. or Blk.andSurveyor Area

At surface 201' FNL & 777' FEL 6)> ðt/ t / $ ~/ 0 $ Û Sec.10, T 10S R 22E MMi
Atproposedprod.zone N/A 9 Q2 17 - / Û • 3Ÿ

14. Distanceinmilesanddirectionfromnearest townor postoffiœ• 12.Countyor Parish 13. State
34 miles Uíntah UT

15. Distancefromproposed*
201' 16.No.of acres inlease 17.SpacingUnitdedicatedtothiswell

locationtonearest
propertyor leaseline,it 1041.78 20
(Alsotonearestdrig.unit line,if any)

18. Distancefromprko sedlocation* 500, 19.ProposedDepth 20. BLM/BIABondNo.onfile

applet or o this
ling,æmpleted, 8600' WYBOOO291

21. Elevations(ShowwhetherDF,KDB,RT,GL,etc.) 22 Approximatedateworkwillstart* 23. Estimatedduration
5064 GL 10 days

24. Attachments
Thefollowing,completedinaccordancewiththerequirementsof OnshoreOilandGasOrderNo.I, mustbe attachedto thisform:

1. Wellplatcertifiedbya registeredsurveyor. * 4. Bondtocoverthe operationsunlesscoveredby anexistingbondon file (see
2 A DrillingPlan, Item20 above).

3. A SurfaceUse Plan(if the locationis on NationalForestSystemLands,the 5. Operatorcertification
SUPO mustbe filedwiththeappropriateForestServiceOffice). 6. Suchothersite specific informationand/or plansas may berequiredby the

BLM.

25. Signature Name (Printedf)ped) Date
Kevin Mcintyre 04/07/2008

Title
Regulatory Anal et I

Ap ovedb ( tu . Name(Printed/Typed) Date

\ . RRADLEYG. HILL U-Of
Title OffitNVlRONMENTALMANAGER

Applicationapprovaldoesnotwarrantor certifythattheapplicantholdslegalorequitabletitlelo thoserightsinthesubjectleasewhichwouldentitletheapplicantto
conductoperationsthereon.
Conditionsofapproval,ifany,areattached.

Title 18U.S.C.Section1001andTitle43 U.S.C.Section1212,makeita crimeforanypersonknowinglyand willfullytomaketoanydepartmentor agencyof the United
Statesanyfalse,fictitiousor fraudulentstatementsor representationsas toanymatterwithinitsjurisdiction.

(Continued on page 2) *(Instructions on page 2)

RECENED
Og 03 2003

Federal Appmval of thisActionla Necessary

DIV.0FOlL,GAS&



T10S, R22E, S.L.B.&M. Kerr-McGee Oil & Gas Onshore LP
Well location, NBU #1022-10A2T, located as

Sas16'ts"r segy7'oy-r
-

saggygg-y
-

^5 gi gg shown in the NE 1/4 NE 1/4 of Section 10, T10S,
1315.19' (Mega) 1315.22' (Mega) 2615.94' (Reas.) a Pre - r sam., R22E, S.LB.&M. Uintah County, Utah.

Pr, ,
** ##I 777' BASIS OF ELEVATION

NBC//1022-10A2T j TWOWATER TRIANGULATIONSTAMONLOCATEDIN THE
Elex Ungraded Ground =

5064s NW /4 F ECTI 1 TONS 1E S LB M. TAKEN

UINTAHCOUNTY,7.5 MINUTESERIES (TOPOGRAPHICAL
MAP) PUBUSHEDBY THE UNITED STATES DEPARTMENT
OF THE INTERIOR,GEOLOGICALSURVEY.SAID ELEVATION
IS MARKEDAS BEING5238 FEET.

af nigfr.Pro or

SCALE

CERTIFICATEI
was is to cmwy mar me mg AREDFROM
FED WOTESOFACTUAI. MY
SUPERUSIONAND WfATTHE THE
BESTOFMYKNON.tDCE AND

Par er stenar ste.f Po•4 Pro or armas * 9Sidif Post Pr of Stones fissco Post
H6949'16"W - 2619.75' (Meas) NB955'59"W - 2629.00' (Meas.)

- Revised 3-11-08 D.P.

UmTAH NINEERINGBASIS OF BEARINGS
85 SOUTH 200 FAST - VERWAI.UTAE 84078BASIS OF BEARINGSIS A G.P.S. OBSERVATION.

(485) 789-1017
LEGEND: (NAD 83)

SCALE DATESURVEYED: DATEDRAMN:LAllTUDE= 39'58'12.57" (39.970155) 1" = 1000' 2-19-08 2-22-08
= 90' SYMBOL LONGITUDE= 109°25'09.95" (109.419431) PARW REFERENCES(NAD27) LK J.M C.P G.LO. PLAT= PROPOSED WELLHEAD. LATITUDE..

39°58'12.69" (39.970192)
A == SEC110N CORNERSLOCATED. LONGIRJDE== 109'25'07.49" (109.418747) COLD Kerr McGee Oil & Gas Onshore



NBU 1022-10A2T
NENE SEC 10-T10S-R22E
UINTAH COUNTY, UTAH

UTU-01197-A

ONSHORE ORDER NO. 1

MULTI-POINT SURFACE USE & OPERATIONS PLAN

1. Existing Roads:

Directions to theproposed location are attached.

Refer to Topo Maps A and B for location of access roads within a 2-mile radius.

All existing roads will be maintained and kept in good repair duringall drilling and completion
operations associated with thiswelL

2. Planned Access Roads:

The proposed access road is approximately 2.1 mi. +/-. Refer toTopo Map B.

The access road will be crowned (2 to 3%), ditched and constructed with a running surface of l8 feet
and a maximum disturbed width of 30 feet. Graveling or capping the roadbed will be performed as
necessary to provide a well constructed, safe road. Prior to construction or upgrading, the proposed
road shall be cleared of any snow and allowed to dry completely.

Surface disturbance and vehicular traffic will be limitedto theproposed location andproposedaccess
route. Any additional area needed will be approved in advance. All construction shall be in
conformance with the standards outlined in the BLM and Forest Service publication: Surface
Operating Standards for Oil and Gas Exploration and Development. 1989.

The road surface and shoulders will be kept in a safe and usable condition and will be maintained in
accordance with theoriginal construction standards. All drainageditches will be kept clear and free-
flowingand will be maintained according to original construction standards. The access road surface
will be kept free of trash duringoperations. All traffic will be confined to the approved disturbed
surface. Road drainage crossings shall be designed so they will not cause siltation or accumulationof
debrisin thedrainagecrossing or shall thedrainages be blockedby the road bed. Erosion of drainage
ditchesby runoff water shall be prevented by divertingwater off at frequent intervals by means of
cutouts. Should mud holes develop, they shall be filled in and detours around themavoided. When
snow is removed from the road during the winter months, the snow shall be pushed outside of the
borrowditches, and the turnouts kept clear so that snowmeltwill be channeled away from the road.

3. Location of Existing Wells Within a 1-Mile Radius:

Please refer to Topo Map
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4. Location of Existing & Proposed Facilities:

Thefollowingguidelines will apply if the well is productive.

All productionfacilitieswill be located on the disturbedportion of thewell pad and at a minimum of
25 feet from thetoeof the back slope or the top of the fill slope.

A dike will be constructed completely around those production facilities which contain fluids (i.e.,
production tanks, produced water tanks, and/or heater/treater). These dikes will be constructed of
compacted subsoil, be impervious,hold 100%of thecapacity of the largesttank, and be independent
of the back cut.

All permanent (on-site six months or longer) above the ground structures constructed or installed,
including pumping units, will be painted a flat, non-reflective, earthtone color to match one of the
standard environmental colors, as determined by the five state Rocky Mountain Inter-Agency
Committee.

All facilitieswill be painted within six months of installation. Facilities required to comply with the
Occupational Safety and Health Act (OSHA) will be excluded. The requested color is Carlsbad
Canyon (2.5 Y 6/2) as determinedduring the on-site inspection.

Any necessary pits will be properly fenced to protect livestockand prevent wildlife entry.

Refer to Topo Map D for the placement of the proposed pipeline.

Exceptions to Best Management Practices (BMPs) Requested:

Approximately6915' of 4" steel pipeline will be installed on surface within the access corridor
for the well location. As a Best Management Practice (BMP), the pipeline would be buried within the
access road corridor if possible. The construction of pipelines requires the corridor of 30 feet.

This exception to the BMP should be granted by the BLM Authorized Officer because indurated
bedrock, such as sandstone, is at or within 2 feet of the surface and the soil typehas a poor historyfor
successful rehabilitation.

5. Location and Type of Water Supplv:

Water for drilling purposes will be obtained from Dalbo Inc.'s underground well located in Ouray,
Utah, Sec.32, T4S,R3E, Water User Claim #43-8496, Application #53617.

Where available a 2" or 3" poly pipe will be installed with the existing rights-of-way to supply
water during drilling and completion operations. There will be no new disturbanceneeded and the
poly line will be removed after completion operations. The fresh water will be supplied from the
power plant located within the following Sections 23, 24, 25, 26, 35, & 36, T8S, R23E.

Water will be hauled to location over the roads marked on Maps A and B.

No water well is to be drilled on this
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6. Source of Construction Materials:

Surface and subsoil materials in the immediatearea will be utilized.

Any gravel will be obtained from a commercial source.

7. Methods of Handling Waste Materials:

Drill cuttings will be contained and buried in the reserve pit,

Drilling fluids, including salts and chemicals, will be contained in the reserve pit. Upon terminationof
drilling and completion operations, the liquidcontents of the reserve pit will be removed and disposed
of at an approved waste disposal facilitywithin 120 days after drilling is terminated.

The reserve pit will be constructed on the locationand will not be located within natural drainage,
where a floodhazard exists or surface runoff will destroyor damagethe pit walls. The reserve pit will
be constructed so that it will not leak,break, or allow discharge of liquids.

A plastic reinforced liner is to be used as discussed duringon-site inspection. It will be a minimum of
20 mil thick and felt,with sufficient beddingused to cover any rocks. The liner will overlap the pit
walls and be covered with dirt and/or rocks to hold it in place. No trash or scrap that could puncture
the liner will be disposed of in the pit.

Any spills of oil, gas, salt water, or other noxious fluidswill be immediatelycleaned up and removed
to an approved disposalsite.

A chemical porta-toilet will be furnishedwith the drillingrig.

Garbage, trash, and other waste materials will be collected in a portable, self-contained, fullyenclosed
trash cage during operations. No trash will be burned on location.

All debris and other waste material not contained in the trash cage will be cleaned up and removed
from the locationimmediatelyafter removal of the drilling rig.

Any open pits will be fencedduringthe operations. The fencingwill be maintained until such time as
the pits are backfilled.

No chemicals subject to reporting under SARA Title III (hazardous materials) in an amount greater
than 10,000 pounds will be used, produced, stored, transported,or disposed of annually in association
with the drillingof thiswell. Furthermore,no extremely hazardous substances, as defined in 40 CFR
355, in thresholdplanning quantities, will be used, produced, stored, transported, or disposed of in
association with the drilling of this well.

Anyproduced water fromtheproposed well will be contained in a water tank and will then be hauled
by truck to one ofthe pre-approved disposalsites: RNI, Sec. 5, T9S,R22E, NBU#159, Sec.35, T9S,
R21E, Ace Oilfield,Sec. 2, T6S,R20E, MC&MC,Sec. 12, T6S,RI9E. (Request is in lieu offiling
Form 3160-5, after initial production).

8. Ancillary Facilities:

None are
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9. Well Site Lavout: (See LocationLayoutDiagram)

The attached LocationLayout Diagram describesdrill pad cross-sections, cuts and fills,and locations
of the mud tanks, reservepit, flarepit, pipe racks, trailer parking, spoil dirt stockpile(s), and surface
material stockpile(s).

Please see the attached diagramto describe rig orientation, parking areas, and access roads.

39 inch net wire will be used with at least one strand of barbed wire on top of the net wire. Barbed
wire is not necessary if pipe or some type of reinforcement rod is attached to the top of the entire
fence.

The net wire shall be no more than two inches above the ground. The barbed wire shall be three
inches over the net wire. Total height of the fence shall be at least 42 inches.

Corner posts shall be cemented and/or braced in such a manner to keep the fence tight at all times.

Standard steel, wood, or pipe posts shall be used between the corner braces. Maximum distance
betweenany 2 fence posts shall be no greater than 16 feet.

All wire shall be stretched, by using a stretching device, before it is attached to corner posts.

The reserve pit fencingwill be on three sides during drillingoperations, and on the fourth side when
the rig moves off location. Pits will be fenced and maintained until cleanup.

10. Plans for Reclamation of the Surface:

Producing Location:

Immediately upon well completion, the location and surrounding area will be cleared of all unused
tubing, materials, trash, and debris not required for production.

Immediately upon well completion, any hydrocarbons in the pit shall be removed in accordance with
43 CFR 3162.7-1.

Before any dirt work associated with locationrestoration takesplace, the reserve pit shall be as dry as
possible. All debris in it will be removed. Other waste and spoil materials will be disposed of
immediatelyupon completion of operations.

The reserve pit and thatportion of the locationnot needed forproduction facilities/operationswill be
recontoured to the approximate natural contours. The reserve pit will be reclaimed within 90 days
from thedate of well completion, weatherpermitting.

To prevent surface water(s) from standing (ponding) on the reclaimed reserve pit area, final
reclamation of the reserve pit will consist of "mounding" the surface threefeet above surrounding
ground surfäce to allow the reclaimed pit area to drain effectively.

Upon completion of backfilling, leveling,and recontouring of the pit, the stockpiled topsoil will be
spread evenly over the location up to the rig anchor points, the location shall be reshaped to



O O
NBU 1022-10A2T Surface Use and Operations Plan Page 5

original contour to the extent possible, and the locationwill be reseeded with Crested Wheatgrass
using appropriate reclamation methods.

Dry Hole/AbandonedLocation:

Abandoned well sites, roads, and other disturbedareas will be restored as near as practical to their
_ original condition. Where applicable, theseconditions include the re-establishment of irrigation
systems, the re-establishment of appropriate soil conditions, and re-establishment of vegetation as
specified.

All disturbedsurfaces will be recontoured to theapproximate natural contours, with reclamation ofthe
well pad and access road to be performed as soon as practical after final abandonment. Reseeding
operations will be performed after completion of other reclamation operations.

11. Surface Ownership:

United States of America
Bureau of Land Management
170 South 500 East
Vernal, UT 84078
(435) 789-1362

12. Other Information:

A Class III archaeological survey and a paleontological survey have been completed and the reports
will be submitted separately.

All lease and/or unit operations will be conducted in such a manner that full compliance is made with
all applicable laws, regulations, the approved Plan of Operations, and any applicable Notice of
Lessees. The Operator is fully responsible for the actions of his subcontractors. A copy of these
conditions will be furnished to the field representative to ensure compliance. The Operator will control
noxious weeds along Rights-Of-Way for roads, pipelines, well sites, or other applicable facilities.

This locationis not within 460' fromthe boundaryof theNatural Buttes Unit, nor is it within 460' of
any non-committed tract lyingwithin the boundariesof the Unit.

Seed Mixture:

The followingseed mixture will be used duringinterimreclamation:

Crested Wheatgrass 12 lb/acre

Operator will contact the BLM for the seed mixture when final reclamation of the location
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13. Lessee's or Operators's Representative & Certification:

Kevin McIntyre Randy Bayne
RegulatoryAnalyst Drilling Manager
Kerr-McGee Oil & Gas Onshore LP Kerr-McGee Oil & Gas Onshore LP
1099 18* Street#1200 1368 South 1200East
Denver,CO 80202 Vernal, UT 84078
(720) 929-6226 (435)781-7018

Certification: All lease and/or unit operations will be conducted in such a manner that fullcompliance
is made with all applicable laws, regulations, Onshore Oil and Gas Orders, the approved Plan of
Operations, and any applicable Notice to Lessees.

The Operatorwill be fully responsible for the actions of its subcontractors. A complete copy of the
approved "Application for Permit to Drill" will be furnished to the field representative(s) to ensure
compliance and shall be on locationduring all construction and drilling operations.

Kerr-McGee Oil & Gas Onshore LP is considered to be the operator of the subject well. Kerr-McGee
Oil & Gas Onshore LP agrees to be responsible under the termsand the conditions of the lease for the
operations conducted upon leased lands.

Bond coverage pursuant to 43 CFR 3104 for the leaseactivities isbeingprovided byBLMNationwide
Bond #CO-1203.

I herebycertify that the proposed drill site and access route has been inspectedand that I am familiar
with the conditions that currently exist; that the statements made in this plan are, to the best of my
knowledge, true and correct; and the work associated with the operations proposed herein will be
performed by the Operator, its contractors, and subcontractors in conformity with this plan and the
terms and conditions under which it is approved.

April 8, 2008
Kevin McIntyre
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NBU 1022-10A2T
NENE Sec. 10, T10S,R22E

UINTAH COUNTY, UTAH
UTU-01197-A

ONSHORE ORDER NO. 1

DRILLING PROGRAM

1. Estimated Tops of Important Geologic Markers:

Fonnation Depth

Uinta 0- Surface
Green River 1341'
Wasatch 4139'
Mesaverde 6448'
TD 8600'

2. Estimated Depths of Anticipated Water, Oil, Gas, or Mineral Formations:

Substance Formation Depth

Green River 134l'
Gas Wasatch 4139'
Gas Mesaverde 6448'
Water N/A
Other Minerals N/A

3. Pressure Control Equipment (Schematic Attached)

Please refer to the attached Drilling Program.

4. Proposed Casing & Cementing Program:

Please refer to the attached Drilling Program.

5. Drilling Fluids Program:

Please refer to the attached Drilling Program.

6. Evaluation Program:

Please refer to the attached Drilling Program.

7. Abnormal Conditions:

Maximum anticipated bottomhole pressure calculated at 8600' TD, approximately equals 3250 psi
(calculated at 0.62 psilfoot).

Maximum anticipated surfacepressure equals approximately1892psi (bottomholepressure minus the
pressure of a partially evacuated hole calculated at 0.22
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Maximum anticipatedsurface pressure equals approximately 1892 psi (bottomholepressureminusthe
pressure of a partially evacuated hole calculated at 0.22 psi/foot).

8. Anticipated Starting Dates:

Drilling isplanned to commence immediately upon approval of this application.

9. Variances:

Please refer to the attached Drilling Program.

10. Other Information:

Please refer to the attached Drilling



Kerr-McGee.Oil& Gas OnshoreLP
NBU #1022-10A2T

SECTION 10, T10S, R22E, S.L.B.&M.

PROCEED IN A WESTERLY DIRECTION FROMVERNAL, UTAH ALONG U.S.
HIGHWAY 40 APPROXIMATELY 14.0 MILES TO THE JUNCTION OF STATE
HIGHWAY 88; EXIT LEFT AND PROCEED IN A SOUTHERLY DIRECTION
APPROXIMATELY 17.0MILES TO OURAY, UTAH; PROCEED IN A SOUTHERLY,
THEN SOUTHEASTERLYDIRECTIONAPPROXIMATELY11.2MILESONTHE SEEP
RIDOE ROAD TO THE JUNCTION OP THIS ROAD AND AN EXISTING ROAD TO
THE EAST; TURN LEFT AND PROCEED IN AN BASTERLY, THEN
SOUTHEASTERLYDIRECTIONAPPROXIMATELY 8.9 MILES TO THE JUNCTION
OF THIS ROAD AND AN EXISTINGROAD TO THENORTHEAST;TURN LEFT AND
PROCEED IN A NORTHEASTERLYDIRECTION APPROXIMATELY3.9 MILES TO
THE JUNCTION OF THIS ROAD AND AN EXISTINGROAD TO THE NORTH;TURN
LEFT AND PROCEEDINANORTHERLYDIRECTIONAPPROXIMATELY1.0MILES
TO THE JUNCTION OF THIS ROAD AND AN EXISTING ROAD TO THE
NORTHEAST; TURN RIGHT AND PROCEED IN A NORTHEASTERLY, THEN
SOUTHERLY DIRECTION APPROXIMATELY 1.3 MILES TO THE JUNCTION OF
THIS ROAD AND AN EXISTINGROAD TO THE SOUTHWEST; TURN RIGHT AND
PROCEED IN A SOUTHWESTERLY, THEN SOUTHEASTERLY, THEN
SOUTHWESTERLYDIRECTIONAPPROXIMATELY2.1 MILESTO THE PROPOSED
LOCATION.

TOTAL DISTANCE FROM VERNAL, UTAH TO THE PROPOSED WELL
LOCATION IS APPROXIMATELY59.4
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KERR-McGEEOIL &GAS ONSHORELP

KerrAtGee DRILLINGPROGRAM
COMPANY NAME KERR-McGEE OIL &GASONSHORE LP DATE April8, 2008
WELL NAME NBU102240A2T TO $600' MDITVD
FIELD NaturalButtes C0UNTY Uintah STATE Utah ELEVATION 5,064' GL KB 5,079'
SURFACE LOCATION 201' FNL & 777' FEL BHL Straight Hole

Latitude: 39.970158 Longitude: -109.419431

OBJECTIVE ZONE(S) Wasatch/Mesaverde
ADDITIONALINFO Regulatory Agencies: BLM(SURF &MINERALS), UDOGM, Tri-County Health Dept.

e e a

e a e . e a

e e • s •

40 14"

12-1/4" 9-5/8", 36#, J-55, LTC Air mist

Catch water sample, if possible,
from 0 to 4,139'

Green River @ 0,981

Top of Birds Nest Water @ 1,341'
Preset fl GL @

2,100' MD
Note: 12.25" surface hole will '
usually be drilled ±400' below the
bottom of lost circulationzone.
Drilled depth may be ±200' of the
estimated set depth depending
on the acutaldepth ofthe loss
zone.

Mahogany @ 1,701'
Water Fresh

Mud logging program TBD Water Mud

Ope I hole logging program f/ TD - surf csg 7-7/8" 4-1/2",11.6#, P-110 or 8.3-11.5 ppg
equivalent LTC casing

Wasatch @ 4,139'

Mverde @ 6,448'

MVU2 @ 7,463'

MVL1 @ 8,008'

Max anticipated
Mud required

TD @ 8,600' 11.5 ppg

NBU



Ker See
ERR-McGEEOIL &GAS ONSHORE L

DRII..LINGPROGRAM
CASING PROGRAM

- WIRA-

CONDUCTOR 14" 0-40'
3520 2020 453000

SURFACE 9-5/8 0 to 2,100' 36.00 J-55 LTC 1.08 2.06 6.84
10690 7560 279000

PRODUCTION 4-1/2" O to 8600 11.60 P-110 LTC 3.29 1.47 3.20

1) Max Anticipated Surf. Press.(MASP) (Surface Casing) = (Pore Pressure at next csg point-(0.22 psilft-partial evac gradient x TVD ofnextcsg point)

2) MASP (Prod Casing) = Pore Pressure at TD - (.22psilft-partial evac gradient x TD)

(Burst Assumptions: TD = 11.5 ppg) .22 psilft = gradient for partially evac wellbore

(CollapseAssumption: Fully Evacuated Casing, Max MW) (Tension Assumptions: Air Weight of Casing*Buoy.Fact. of water)

MASP 3251 psi
CEMENT PROGRAM

SURFACE LEAD 500 Premium cmt + 2% CaCI 215 60% 15.60 1.18

Option 1 +
.25 pps flocele

TOP OUT CMT (1: 250 20 gals sodium silicate + Premium cmt 100 15.60 1.18
+ 2% CaCI +

.25 pps flocele
TOP OUT CMT (2 as required Premium cmt + 2% CaCI as req. 15.60 1.18

SURFACE NOTE: Ifwellwill circulate water to surfac e,option: will be utilized

Option 2 LEAD 2000 Prem cmt + 16% Gel + 10 pps gilsonite 230 35% 11.00 3.82
+.25 pps Flocele + 3% salt BWOC

TAIL 500 Premium cmt + 2% CaCI 180 35% 15.60 1.18
+

.25 pps flocete
TOP OUT CMI as required Premium cmt + 2% CaCI as req. 15.60 1.18

PRODUCTION LEAD 3,630' Premium Lite Il + 3% KCI+ 0.25 pps 400 60% 11.00 3.38

celloflake+ 5 pps gilsonite+ 10%gel
+ 0.5% extender

TAIL 4,970' 50/50 Poz/G + 10% salt + 2% gel 1390 60% 14.30 1.31
+.1% R-3

*Substitute caliper hole volume plus 0% excess for LEAD ifaccurate caliper is obtained
*Substitute caliper hole volume plus 10% excess for TAILifaccurate caliper is obtained

FLOAT EQUIPMENT & CENTRALIZERS

SURFACE Guide shoe, 1 jt, insert float. Centralize first 3 jointswith bow spring
centralizers. Thread lock guide shoe.

PRODUCTION Float shoe, 1 jt, float collar. Centralize first 3 joints&every thirdjointto top of tailcement with bow

spring centralizers.

ADDITIONALINFORMATION

Test casing head to 750 psi after installing. Test surface casingto 1,500 psi prior to drillingout.

BOPE: 11" 5M withone annularand 2 rams. Test to 5,000 psi (annularto 2,500 psi) prior to drillingout. Record on chartrecorder&

toursheet. Function test rams on each trip. Maintain safetyvalve & inside BOP on rigfloor at alltimes. Kelly to be equippedwith upper

&lower kelly valves.

Drop Totco surveysevery2000'. Maximum allowable hole angle is 5 degrees.

Most rigs have PVT Systems for mud monitoring.Ifno PVT is available,visualmonitoringwillbe utilized.

DRILLING ENGINEER: DATE:

Brad Laney
DRILLINGSUPERINTENDENT: DATE:

Randy Bayne

NBU
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Kerr-McGee Oil & Gas Onshore LP FIGURE #i

LOCATIONLAYOUTFOR
4 NBU #1022-10A2T

//g SECTION10, T10S, R22E, S.L.B.&M.
201' FNL 777' FEL geum ,
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SCALE: 1" = 50'
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Kerr-McGee Oil & Gas Onshore LP
NBU #1022-10A2T

LOCATED IN UINTAH COUNTY, UTAH
SECTION 10, T10S, R22E, S.L.B.&M.

L ATI N STA

PHOTO: Vl3W OF LOCATION STAKE CAMERA ANGLE: SOUTHWESTERLY

PHOTO: VIEW OF EXISTING ACCESS CAMERAANGLE: SOUTHWESTERLY

UintahEngineering & Land Surveying i LOCATIONPHOTOS O 22 08 moto
85 South200 East Vemal, Utah 84078 10NTI ^Y TE^*

a im. 435-789-1017 uels@uelsinc.com TAKENBMLK. DRAWNBBC.P.
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PROPOSUD LOCATION:
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9. NBU #1022-10A2T

SEE TOPO "B"

3.9 MI. +i

LEGEND: Kerr-McGee Oil & Gas Onshore LP
PROPOSED LOCATION N NBU #1022-10A2T

SECTION 10, T10S, R22E, S.L.B.&M.
201' FNL 777' FEL

Dintah Engineering & Land Surveying TOPOCR A PH I e 02 22 08
88 Soutis 200 Enst Vornni, Utuh 84078 I A Ÿ ONTI DAY VBAR

(436) 789-8017 * FAX (435) 789-1813
SCALE:1:100,000 DRAWNBY:C.P.







WORKSHEET
APPLICATION FOR PERMIT TO DRILL

APD RECEIVED: 04/09/2008 API NO. ASSIGNED: 43-047-39997

WELL NAME: NBU 1022-10A2T

OPERATOR: KERR-MCGEE OIL & GAS ( N2995 ) PHONE NUMBER: 720-929-6226

CONTACT: KEVIN MCINTYRE

PROPOSED LOCATION: INSPECT LOCATN BY: / /
NENE 10 100S 220E .

Tech Review Initials Date
SURFACE: 0201 FNL 0777 FEL

BOTTOM: 0201 FNL 0777 FEL Engineering

COUNTY: UINTAH Geology
LATITUDE: 39.97011 LONGITUDE: -109.4187

UTM SURF EASTINGS:635042 NORTHINGS: 4425427 Surface

FIELD NAME: NATURAL BUTTES ( 630 )

LEASE TYPE: 1 - Federal

LEASE NUMBER: UTU-01197A PROPOSED FORMATION: WSMVD

SURFACE OWNER: 1 - Federal COALBED METHANE WELL? NO

RECEIVED AND/OR REVIEWED: LOCATION AND SITING:

,x'Plat R649-2-3.

r' Bond: Fed[1] Ind[] Sta[] Fee[] Unit: NATURAL BUTTES
No. WYBOOO291 )

Potash (Y/N) R649-3-2. General

Oil Shale 190-5 (B) or 190-3 or 190-13 Siting:460 From Qtr/Qtr & 920' Between Wells

'
Water Permit R649-3-3. Exception

No. 43-8496 ) / Drilling Unit
RDCC Review (Y/N)

Board Cause No: | §-Í
(Date:

Eff Date: ; -ggggg

Fee Surf Agreement (Y/N) Siting: gaçÊt LWrt./ (AA#qwyn-

Intent to Commingle (Y/N) R649-3-11. Directional Drill

COMMENTS: ynÁJ

STIPULATIONS:



iëU Jy-Al
NBU 1W

CIGE 152
CIGE 64D

NBU 93
NBU 327 NBU 112 NBU 16 NBU 113

NBU 237 NBU 922-340

T9S R22E
NBU g NBU

T10S R22E NBU 1012 3C-2 922-340 3
NBU 86)

NBU 170 NBU 1022-4B 1022-4A
NBU 285 NBU 165

NBU 336

4 NBU NBU 1022-4D-IT UTE TRAIL U 7
2 03DTlO22-SA

NBU 30

NBU 85) 2 4 2 2 -3E MU
NBU 67 4

NBU NBU 1022-+E-IT NBU 335 4 NBU 286 NBU 185
1022-4E-3 NBU 1022-3E NBU @

NBU 70N3 1022-03G3T

NBU NBU 287

NBU NBU 337 4
1022-4H-3 3

1021-5H-4
NBU 288 NBU g

NBU 147 NBU IO22-4K
NBU 311 + 1022-3I

NBU i 2 3K-4T
1021-51-4 NBU IO22-4J-4T NBU NBU 164

NBU 1022-41-4
NBU 87)

CAUSE: 173-14 / 12-1-1999 NBU

NATURAL BUTTES UNIT '° 2°*"'
NBU 209

NBU NBU 290 NBU 37XP

NBU 208 1022 3M-4T NBU 289

,NBO2
-4 i

NBU 48 1NBU
Œ3 NATURAL BUTTES FIELD

NBU 1O22-04N4T 117
NBU *

NBU
NBU NBU * NBU 291 NBU 247

1021-10C-i 1022-10A2T
1022-09DIT 1022-9C 4 y y

UTE TRAIL UNIT 1 NBU 204 NBU 207 NBU 231a NBU 151 +

NBU IO22-BA

NBU NBU 345
NBU 292 1022-9A-4

NBU NB 192 tifE TRAIL 1 NBU M
NBU 96

1022-9E U R3X9H
NBU 245 NB 150

NBU 206 NBU 248

IO22-09F4T

10
9 NBU 18

CIGE 14
NBU IO22-1OL *

NBU NBU 205
NBU 210 g NBU 347

1012-9K-2T 4, NBU NBU 142
CIGE 250 NBU 1022-9)

1021-10j 4

NBU 188
NBU 1022-9N-2T
CIGE 298

NBU 180
NBU 152 +

NBU * *
CIGE 97D-8-10-22j NBU x 1021-90 NBU

NBU * 1022-9N 1022-10M
NBU 249

10219M > NBU 463

NBU
1022-16B UTE TRAIL

UTE TRAIL U 2
go NBU NBU A

U ST 3
NBU 213

CIGE 21-15-10-22
1022-16C 1022-16A

NBU 464 | 4

OPERATOR: KERR MCGEE O&G (N2995)
UTAH

SEC: 3,4,9,10 T.10S R.22E DNR
FIELD: NATURAL BUTTES (630)

COUNTY: UINTAH

Wells Status
CAUSE: 173-14 / 12-2-1999 y GAS INJECTION

g GAS STORAGE OIL, GAS & MINING
x LOCATION ABANDONED
O NEW LOCATION N

Field Status Unit Status PLUGGED & ABANDONED
ABANDONED EXPLORATORY PRODUCING GAS
ACT GAS STORAGE PRODUCING OILIVE NF PP OIL g SHUT-IN GASCOMBINED NF SECONDARY -e-- SHUT-IN OIL W E
INACTIVE PENDING

)a' TEMP. ABANDONED
PROPOSED o TEST WELL
STORAGE G THERML A WATER INJECTION S
TERMINATED PP OIL g WATER SUPPLY PREPARED BY: DIANA MASON

SECONDARY WATER DISPOSAL DATE: 11-APRIL-2008
TERMINATED



O O
United States Department of the Interior

BUREAU OF LAND MANAGEMENT
Utah State Office

P.O. Box 45155
Salt Lake Cit:7, Utah 84145-0155

IN EŒPLY REEER TO:
3160
(UT-922)

April 14, 2008

Memorandum

To: Assistant District Manager Minerals, Vernal District

From: Michael Coulthard, Petroleum Engineer

Subject: 2008 Plan of Development Natural Buttes Unit
Uintah County, Utah.

Pursuant to email between Diana Whitney, Division of Oil, Gas and
Mining, and Mickey Coulthard, Utah State Office, Bureau of Land
Management, the following wells are planned for calendar year
2008 within the Natural Buttes Unit, Uintah County, Utah.

API# WELLNAME LOCATION

(Proposed PZ Wasatch/MesaVerde)

43-047-39992 NBU 1022-03DT Sec 03 T10S R22E 0756 FNL 0671 FWL
43-047-39993 NBU 1022-03G3T Sec 03 T10S R22E 2121 FNL 2143 FEL
43-047-39994 NBU 1022-04L1T Sec 04 T10S R22E 2107 FSL 0842 FWL
43-047-39995 NBU 1022-04NT Sec 04 T10S R22E 0284 FSL 2145 FWL
43-047-39996 NBU 1022-09F4T Sec 09 T10S R22E 2051 FNL 2021 FWL
43-047-39997 NBU 1022-10A2T Sec 10 T10s R22E 0201 FNL 0777 FEL

This office has no objection to permitting the wells at this
time.

/s/ Michael L. Coulthard

bcc: File - Natural Buttes Unit
Division of Oil Gas and Mining
Central Files
Agr. Sec. Chron
Fluid Chron



statAfUtah
DEPARTMENT OF NATURAL RESOURCES

MICHAEL R. STYLER
Executive Director

JON M. HUNTSMAN, JR.
Division of Oil, Gas and Mining

Governor JOHN R. BAZA
Division Director

GARY R. HERBERT
Lieutenant Governor

April 14, 2008

Kerr-McGee Oil & Gas Onshore, LP
1099 18th St., #600
Denver, CO 80202

Re: NBU 1022-10A2T Well, 201' FNL, 777' FEL, NE NE, Sec. 10, T. 10 South, R. 22 East,
Uintah County, Utah

Gentlemen:

Pursuant to the provisions and requirements of Utah Code Ann.§ 40-6-1 et seq., Utah
Administrative Code R649-3-1 et seq., and the attached Conditions of Approval, approval to drill
the referenced well is granted.

This approval shall expire one year from the above date unless substantial and continuous
operation is underway, or a request for extension is made prior to the expiration date. The API
identification number assigned to this well is 43-047-39997.

Sincerely,

Gil Hunt
Associate Director

pab
Enclosures

cc: Uintah County Assessor
Bureau of Land Management, Vernal Office

UTAH

DNR

1594 West North Temple, Suite 1210, PO Box 145801, Salt Lake dity,UT 84114-5801
telephone (801) 538-5340 • facsimile (801) 359-3940 •TTY (801) 538-7458 • wwwogm.utah.gQV OIL, GAS &



O O
Operator: Kerr-McGee Oil & Gas Onshore, LP
Well Name & Number NBU 1022-10A2T

API Number: 43-047-39997
Lease: UTU-01197A

Location: NE NE Sec._10_ T. 10 South R. 22 East

Conditions of Approval

1. General
Compliance with the requirements of Utah Admin. R. 649-1 et seq., the Oil and Gas
Conservation General Rules, and the applicable terms and provisions of the approved
Application for permit to drill.

2. Notification Requirements
Notify the Division within 24 hours of spudding the well.

• Contact Carol Daniels at (801) 538-5284.

Notify the Division prior to commencing operations to plug and abandon the well.
• Contact Dustin Doucet at (801) 538-5281 office (801) 733-0983 home

3. Reporting Requirements
All required reports, forms and submittals will be promptly filed with the Division,
including but not limited to the Entity Action Form (Form 6), Report of Water
Encountered During Drilling (Form 7), Weekly Progress Reports for drilling and
completion operations, and Sundry Notices and Reports on Wells requesting approval of
change of plans or other operational actions.

4. State approval of this well does not supersede the required federal approval, which must be
obtained prior to drilling.

5. In accordance with Order in Cause No. 190-5(b) dated October 28, 1982, the Operator shall
comply with requirements of Rules R649-3-31 and R649-3-27 pertaining to Designated
Oil Shale Areas. Additionally, the operator shall ensure that the surface and/or
production casing is properly cemented over the entire oil shale interval as defined by
Rule R649-3-31. The Operator shall report the actual depth the oil shale is encountered
to the



STATE OF UTAH FORM 9
DEPARTMENT OF NATURALRESOURCES

DIVISIONOF OIL, GAS AND MINING 5. LEASEDESIGNATIONANDSERIALNUMBER:

ST UO 01197-A

SUNDRY NOTICES AND REPORTS ON WELLS 6. IFINDIAN,ALLOTTEEORTRIBENAME:

7. UNITor CA AGREEMENT NAME:
Do not use this form for proposals to drill new wells, significantly deepen existing wells below current bottom-hole depth, reenter plugged wells, or t° UNIT #891008900Adrill horizontal laterals. Use APPL1CATION FOR PERMIT TO DRILLform forsuch proposals.

1. TYPE OF WELL 8. WELL NAMEand NUMBER:
OIL WELL GAS WELL OTHER NBU 1022-10A2T

2.NAMEOFOPERATOR: 9.APINUMBER:

KERR McGEE OIL & GAS ONSHORE LP 4304739997
3. ADDRESS OF OPERATOR: PHONE NUMBER: 10. FIELD AND POOL, OR WILDCAT:

1368 SOUTH 1200 EAST VERNAL UT ,,84078 (435) 781-7024 NATURAL BUTTES
4. LOCATION OF WELL

FOOTAGESATSURFACE: 201'FNL, 777'FEL COUNTY: UINTAH

QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDlAN: NENE 10 10S 22E STATE:
UTAH

11 CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA
TYPE OF SUBMISSION TYPE OF ACTION

ACIDIZE DEEPEN REPERFORATE CURRENT FORMATION2 NOTICE OF INTENT
(Submit in Duplicate) ALTER CASING FRACTURE TREAT SIDETRACK TO REPAIR WELL

Approximate date work willstart: CASlNG REPAIR NEW CONSTRUCTION TEMPORARILYABANDON

O CHANGE TO PREVIOUS PLANS OPERATOR CHANGE TUBING REPAIR

O CHANGE TUBING PLUG ANDABANDON VENT OR FLARE

SUBSEQUENT REPORT CHANGE WELL NAME PLUG BACK WATER DISPOSAL
(Submit Original Form Only)

CHANGE WELL STATUS PRODUCTION (START/RESUME) WATER SHUT-OFF
Date of work completion:

COMMINGLEPRODUCING FORMATIONS RECLAMATlON OF WELL SITE OTHER:

CONVERT WELL TYPE RECOMPLETE - DIFFERENT FORMATION

12 DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

ON APRIL 7, 2008 THE OPERATOR SUBMITTEDAN FEDERAL APD FOR A STATE WELL LOCATION. THE LOCATION
WILL BE A TWIN WELL TO THE NBU 117 WHICH IS IN THE PROCESS OF BEING PLUG AND ABANDON. AFTER
REVIEWINGTHE LOCATION. THE OPERATOR HAD NOTICED THIS IS A STATE SURFACE WELL. DOGM HAD
APPROVED THE APD ON APRIL 14, 2008 WITHTHE API 4304739997. THE OPERATOR CONTACTED THE STATE IT
WAS RECCOMMENDED THAT A SUNDRY TO BE FILED WITH THE CHANGES OF THE APD. THE OPERATOR HAS
MADE CHANGES TO THE APD AND CONTENTS THAT WAS PREVIOUS FILED.

ATTACHED IS THE APD COVER PAGE, 10 AND 13 POINT AND TOPO MAPS.
Approvedby the
Utah Divisionof

Oil,Gas and Mining

Date: MAY19 2008

NAME(PLEASEPRINT ILA UPCH TITLE SENIOR LANDADMINSPECIALIST

SIGNATURE DATE 5/14/2008

(This space for State use only)

(5/2000) (See instructions on Reverse



STATE OF UTAH FORM 3
DEPARTMENT OF NATURALRESOURCES

DIVISIONOF OIL, GAS AND MINING AMENDED REPORT
(highlight changes)

5. M1NERALLEASE NO: 6. SURFACE:
APPLICATION FOR PERMIT TO DRILL ST UO 01197A State

1A. TYPE OF WORK: DRILL REENTER DEEPEN
7. IF INDIAN, ALLOTTEEOR TRIBE NAME:

OO O O 8. UNIT or CA AGREEMENT NAME:
B. TYPE OF WELL: OIL GAS J OTHER SINGLE ZONE MULTIPLEZONE / UNIT #891008900A

2. NAMEOF OPERATOR: 9. WELL NAMEand NUMBER:

KERR McGEE OIL & GAS ONSHORE L.P. NBU 1022-10A2T
3. ADDRESS OF OPERATOR: PHONE NUMBER: 10. FIELDAND POOL, OR WILDCAT:

1368 S 1200 E VERNAL smo UT 84078 (435) 781-7024 NATURAL BUTTES
4. LOCATlON OF WELL (FOOTAGES) 11. QTR/QTR, SECTION, TOWNSHIP, RANGE,

MERIDJAN:

ATSURFACE: 201'FNL, 777'FEL NENE 10 10S 22E
AT PROPOSED PRODUClNG ZONE:

14. DISTANCE IN MILESAND DIRECTION FROM NEAREST TOWN OR POST OFFICE: 12. COUNTY: 13. STATE:

41.2 +/- MILES SOUTH OF OURAY, UTAH UINTAH
UTAH

15. DISTANCE TO NEAREST PROPERTY OR LEASE LINE(FEET) 16. NUMBEROF ACRES IN LEASE: 17. NJMBER OF ACRES ASS1GNEDTO THIS WELL:

201 1674.49 20.00
18. DISTANCE TO NEAREST WELL (DRlLLING,COMPLETED, OR 19. PROPOSED DEPTH: 20. BOND DESCRIPTION:

APPLIED FOR) ON THIS LEASE (FEET)

700' 8,600 RLBOOOS237
21. ELEVATIONS (SHOW WHETHER DF, RT, GR, ETC.): 22. APPROXIMATE DATE WORK WILLSTART: 23. ESTIMATED DURATION:

5064'GL

24. PROPOSED CASING AND CEMENTING PROGRAM
SIZE OF HOLE CASING S1ZE, GRADE, AND WEIGHT PER FOOT SETTING DEPTH CEMENT TYPE, QUANTITY,YIELD,AND SLURRY WEIGHT

12 1/4" 9 5/8 32.3# H-40 2,100 265 SX CLASS G 1.18 YlELD 15.6 PPG

7 7/8" 4 1/2 11.6# I-80 8,600 1790 SX CLASS G 1.31 YIELD 14.3 PPG

25 ATTACHMENTS

VERIFY THE FOLLOWlNGARE ATTACHED IN ACCORDANCE WITH THE UTAH OIL AND GAS CONSERVATION GENERAL RULES:

WELL PLATOR MAP PREPARED BY LICENSED SURVEYOR OR ENGINEER COMPLETE DRILLINGPLAN

O EVIDENCEOF D1VISlONOF WATER RIGHTS APPROVAL FOR USE OF WATER FORM 5, IF OPERATOR IS PERSON OR COMPANYOTHER THANTHE LEASE OWNER

NAME(PLEASEPRlk A UPCHgQ TlTLE SENIOR LAND ADMIN SPECIALIST

SIGNATUP DATE 5/14/2008

(This spa r State use only) UtahDivisionof
Oil,Gas and Mining

APl NUMBERASSIGNED: APPROVAL:

(11/2001) (See Instructions on Reverse Side)



TiOS, R22E, S.L.B.&M. Kerr-McGee Oil& Gas Onshore LP
Well location, NBU #1022-10A2T, located as
shown in the NE 1/4 NE 1/4 of Section 10, T10S,

131
1799(6M

as.) 131 ( ) 2 a ) Ñ ar -ÍÙ R22E, S.LB.&M. Uintah County, Utah.
Ñ>frxŸr g, 777 BASIS OF ELEVATION

2 * l NB(J /1022-10A2T ] TWOWATERTRIANGULATIONSTATIONLOCATEDIN THE
Sex Ungraded Ground =

5064> NFRO
TH B PA TN N R UT

UINTAHCOUNTY,7.5 MINUTESERIES (TOPOGRAPHICAL
MAP) PUBUSHEDBY THEUNITED STATESDEPARTMENT
OF THE INTERIOR,GEOLOGICALSURVEY,SAIDELEVATION
IS MARKEDAS BEING5238 FEET.

Q.2' IQgit. Pit of
wr.Stmar

1

aus --mm uma .mmmmmmmm

SCALE

CERTIFICATE
uns is to comrvnw ine me men ntouma NOTESOFACTUM. MY
SUPOtWISIONMD WlATTHE 1HEnextGF ur loroasoce Ano

HSP¥9'16"W - 2619.75' eax)
'

N6955'59"W - 2629.00' (Meas.)
* I kevmed 3-11-08 D.P.

Umraa MGBŒERINGBASIS OF BEARINGS
86 SOU2W ZOG BAST - VERifM. UTAE 64078BASIS OF BEARINGSIS A G.P.S. OSSERVA110N.

(485) 789-1017
LEGEND: TUD3)

= 3956'12.57" (39.970156) 1" - 1000' - - 22 08- 90' SYMBOL LONGITUDE= 109'25'09.95" (109.419431)
= PROPOSEDWELLHEAD•

llTU2D7E
= 3958'12.69" (39.970192) LK. J.M. C.P. G.LO. PLAT

A = SEC110NCORNERSLOCATED. LONGITUOg= 10925'07.49" (109.418747) m IER FI.x
COLD Kerr McGee Oil & Gas Onshore



NBU 1022-10A2T
NEINE SEC. 10, T10S, R22E
UINTAH COUNTY, UTAH

ST UO 01197-A

ONSHORE ORDER NO. 1

DRILLING PROGRAM

1. Estimated Tops of Important Geologic Markers:

Formation Depth

Uinta 0- Surface
Green River 981'
Top of Birds Nest Water 1341'
Mahogany 1701'
Wasatch 4139'
Mesaverde 6448'
MVU2 7463'
MVLl 7963'
TD 8600'

2. Estimated Depths of Anticipated Water, Oil, Gas, or Mineral Formations:

Substance Formation Depth

Green River 981'
Water Top of Birds Nest Water 1341'

Mahogany 1701'
Gas Wasatch 4139'
Gas Mesaverde 6448'
Gas MVU2 7463'
Gas MVL1 7963'
Water N/A
Other Minerals N/A

3. Pressure Control Equipment (Schematic Attached)

Please refer to the attached Drilling Program.

4. Proposed Casing & Cementing Program:

Please refer to the attached Drilling Program.

5. Drilling Fluids Program:

Please refer to the attached Drilling Program.

6. Evaluation Program:

Please refer to the attached Drilling



7. Abnormal Conditions:

Maximum anticipated bottomhole pressure calculated at 8600' TD, approximately equals 5332 psi
(calculated at 0.62 psi/foot).

Maximum anticipated surface pressure equals approximately 3430psi (bottomholepressure minus the
pressure of a partially evacuated hole calculated at 0.22 psi/foot).

8. Anticipated Starting Dates:

Drilling is planned to commence immediately upon approval ofthis application.

9. Variances:

Please refer to the attached Drilling Program.

10. Other Information:

Please refer to the attached Drilling



KERR-McGEE OIL & GAS ONSHORE LPKerrwGee DRILLINGPROGRAM
COMPANYNAME KERR-McGEE OIL& GAS ONSHORE LP DATE May 14, 2008
WELL NAME NBU 1022-10A2T TD 8,600' MDITVD
FIELD Natural Buttes COUNTY Uintah STATE Utah ELEVATION 5,064' GL KB 5,079'
SURFACE LOCATION NENENW SECTION 10, T10S, R22E 201'FNL, 777FEL BHL Straight Hole

Latitude: 39.970192 Longitude: 109.418747 NAD27
OBJECTIVE ZONE(S) Wasatch/Mesaverde

ADDITIONAL INFO Regulatory Agencies: UDGOM(SURF & MINERALS),BLM, Tri-County Health Dept.

ee a

e- > e e a
e e- s -

40' . - 14"

12-1/4" 9-5/8", 32.3#. HAO, STC Air mist

Catch water sample, if possible,
from 0 to 4,139'

Green River @ 0,981'
Top of Birds Nest Water @ 1594'

Mahogany @ 1,701'

Preset fl GL @
2,100' MD

Note: 12.25" surface hole willusually be
drilled ±400' below the bottom of lost
circulation zone. Drilleddepth may be
±200' of the estimated set depth depending
on the acutaldepth of the loss zone.

Water/Fresh
Mud logging program TBD Water Mud
Ope l hole logging program fl TD - surf csg 7-//8" 4-1/2",11.6#, I-80 or 8.3-11.7 ppg

equivalent i TC casing
Wasatch @ 4,139'

Mverde @ 6,448'

MVU2@ 7,463'

MVL1@ 7,963'

Max anticipated
Mud required

TD @ 8,600' ::: : : :. :: 11.7 ppg

NBU1022-10A2T



Kerrasee
KERR-McGEE OIL & GAS ONSHORE LP

,CASINGPROGRAM

CONDUCTOR 14" 0-40'
ifo isio is46oo

SURFACE 9-5/8" 0 to 2100 32.30 H-40 STC e 1.39 4.28
so aso 2tioog

PRODUCTION 4-1/2" O to 8600 11.60 I-80 LTC 2.33 1.21 2.31

1) Max Anticipated Surf. Press.(MASP) (Surface Casing)= (Pore Pressure at nextcsg point-(0.22psilft-partialevac gradient x TVD ofnextcsg point)
2) MASP (Prod Casing) = Pore Pressure at TD - (.22psm partialevac gmdientx TD)
(Burst Assumpsons: TD = 11.7 ppg) .22 psilft = gradient for partiallyevac weibore
(Coiapse Assumption: Fuiy Evacuated Casing, Max MW) (Tension Assumptions: AirWeightof Casing*Buoy.Fact. of water)
MASP 3340 psi
******** Burst$ËIs low butesgis inu¢h shengerthan funitation et20 '. IWi@ágbo'for 2290#ià21.8pggerL1$ psi/It
CEMENT PROGRAM

SURFACE LEAD 500 Premium omt + 2% CaCI 215 60% 15.60 1.18
Option 1 +

.ž5 ppiÏlosele
Tor ouT cMT m 200 20 gals sodium silicate + Premium cmt 50 15.60 1.18

2•r.caç¿ yppssocey
ToP ouT cMT (2) as required Premium cmt + 2% CaCI as req. 15.60 1.18

SURFACE NOTETIfWellwill cfri,ulatewäfer to s unce, op lon 2 willbe útilizelf
Option 2 LEAD 1500 Prem cmt + 16% Gel + 10 pps gilsonite 170 35% 11.00 3.82

is isTioneieiš¾ialiáWö
TAIL 500 Premium cmt + 2% CaCI 180 35% 15.60 1.18

TOP OUT CMT as required Premium cmt + 2% CaCI as req. 15.60 1.18

PRODUCTION LEAD 3,630' Premium Life11+3% KCI+ 0.25 pps 400 60% 11.00 3.38
cellofÌake+ 5 pps gilsortite + 10% gel

+ 0.5% extender

TAIL 4,970' 50/50 Poz/G 0©Àsalt +TÃgel 1390 60% 14.30 1.31
+.1% IN

*Substitute cal per hole volume plus 0% excess for LEADifaccurate caliper is obtained
*Substitute caliper hole volume plus 10% excess for TAILifaccurate caliper is obtained

FLOAT EQUIPMENT & CENTRALIZEg

SURFACE Guide shoe, 1 jt, insert float. Centralize first 3 jointswith bow spring
centralizers. Thread lock guide shoe.

PRODUCTION Float shoe, 1 jt, float collar. Centralize first 3 joints&every thirdÃintto top of tailcement with bow
spring centralizers.

jkDDITIONALINFORMATION

Test casinghead to750 psi afterInslaBing. Test surfacecasingto1,500 psl prior todriling out
BOPE 11" SMwithone annularand 2 rams. Testto 5,000 ps! (annularto2,500 psi) priorto driing ouL Record on chartrecorder&
toursheet. Function test mmson each trip. Maintain safetyvalve&Inside BOP on rigfloor at alltimes. KeRyto be equippedwithupper
& lower keByvalves.
Drop Totco surveysevery2000'. Maximum anowablehole angle is 5 degrees.
Most rigshave PVT Systems for mudmonitoring.Ifno PVT is avaBable, visual monitoringwllbe uliized.

DRILLING ENGINEER: DATE:
Brad Laney

DRILLING SUPERINTENDENT: DATE:
Randy Bayne

NBU1022-10A2T
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NBU 1022-10A2T
NE/NE SEC. 10, T10S, R22E

Uintah County, UT
ST UO 01197-A

ONSHORE ORDER NO. 1

MULTI-POINT SURFACE USE & OPERATIONS PLAN

1. Existing Roads:

Refer to Topo Map A for directions to the location.

Refer to Topo Maps A and B for location of access roads within a 2-mile radius.

Refer to Topo Maps A and B for location of access roads within a 2 mile radius.

All existing roads will be maintained and kept in good repair during all drilling and completion
operations associated with this well.

2. Planned Access Roads:

The operator will utilize the existing access road. Please refer to the attached Topo Map B.

The upgraded and new portions of the access road will be crowned and ditched with a running surface
of 18 feet and a maximum disturbed width of 30 feet. Appropriate water control will be installed to
control erosion.

Existence of pipelines; maximum grade; turnouts; major cut and fills,culverts, or bridges;
gates, cattle guards, fencecuts, or modifications to existing facilitieswere determined
at the on-site.

The access road was centerline flagged during time of staking.

Surfacing material may be necessary, depending upon weather conditions.

Surface disturbance and vehicular traffic will be limited to the approved location and approved
access route. Any additional area needed will be approved in advance.

3. Location of Existing Wells Within a 1-Mile Radius:

Please refer to Topo Map C.

4. Location of Existing & Proposed Facilities:

Thefollowingguidelines will apply if the well is productive.

All production facilities will be located on the disturbed portion of the well pad and at a
minimum of 25 feet from the toe of the back slope or the top of the fill slope.

A dike will be constructed completely around those production facilities which
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fluids (i.e., production tanks, produced water tanks, and/or heater/treater). These dikes
will be constructed of compacted subsoil, be impervious, hold 100% of the capacity of
the largest tank, and be independent of the back cut.

All permanent (on-site six months or longer) above the ground structures constructed or
installed, including pumping units, will be painted a flat, non-reflective, earthtone color
to match one of the standard environmental colors, as determined by the five state Rocky
Mountain Inter-Agency Committee.

All facilities will be painted within six months of installation. Facilities required to comply
with the Occupational Safety and Health Act (OSHA) will be excluded. The required color
is Carlsbad Canyon, standard color number 2.5Y 6/2.

Any necessary pits will be properly fenced to protect livestock and prevent wildlife entry.

The operator will utilize the existing pipeline.

5. Location and Type of Water Supply:

Water for drilling purposes will be obtained from Dalbo Inc.'s underground well located in Ouray,
Utah, Sec. 32, T4S, R3E, Water User Claim #43-8496, Application #53617.

Water will be hauled to location over the roads marked on Maps A and B.

No water well is to be drilled on this lease.

6. Source of Construction Materials:

Surface and subsoil materials in the immediate area will be utilized.

Any gravel will be obtained from a commercial source.

7. Methods of Handling Waste Materials:

Drill cuttings will be contained and buried in the reserve pit.

Drilling fluids, including salts and chemicals, will be contained in the reserve pit. Upon
termination of drilling and completion operations, the liquid contents of the reserve pit
will be removed and disposed of at an approved waste disposal facility within 120 days
after drilling is terminated.

The reserve pit will be constructed on the location and will not be located within natural
drainage, where a flood hazard exists or surface runoff will destroy or damage the pit
walls. The reserve pit will be constructed so that it will not leak, break, or allow discharge
of liquids.

A plastic reinforced liner and felt will be used, it will be a minimum of 20 mil thick, with sufficient
bedding used to cover any rocks. The liner will overlap the pit walls and be covered with

dirt and/or rocks to hold it in place. No trash or scrap that could puncture the liner will
be disposed of in the
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Any spills of oil, gas, salt water, or other noxious fluids will be immediately cleaned up and
removed to an approved disposal site.

A chemical porta-toilet will be furnished with the drilling rig.

Garbage, trash, and other waste materials will be collected in a portable, self-contained, fully
enclosed trash cage during operations. No trash will be burned on location.

All debris and other waste material not contained in the trash cage will be cleaned up and
removed from the location immediately after removal of the drilling rig.

Any open pits will be fenced during the operations. The fencing will be maintained until
such time as the pits are backfilled.

No chemicals subject to reporting under SARA Title III (hazardous materials) in an amount
greater than 10,000 pounds will be used, produced, stored, transported, or disposed of
annually in association with the drilling of this well. Furthermore, no extremely hazardous
substances, as defined in 40 CFR 355, in threshold planning quantities, will be used, produced,
stored, transported, or disposed of in association with the drilling of this well.

Any produced water from the proposed well will be contained in a water tank and will then be hauled
By truck to one of the pre-approved disposal sites: RNI, Sec. 5, T9S, R22E, NBU #159, Sec. 35,
T9S, R21E, Ace Oilfield, Sec. 2, T6S, R20E, MC&MC, Sec. 12, T6S, Rl9E.

8. Ancillary Facilities:

None are anticipated.

9. Well Site Lavout: (See Location Layout Diagram)

The attached Location Layout Diagram describes drill pad cross-sections, cuts and fills, and locations
of the mud tanks, reserve pit, flare pit, pipe racks, trailer parking, spoil dirt stockpile(s), and surface
material stockpile(s).

Please see the attached diagram to describe rig orientation, parking areas, and access roads.

The reserve pit will be lined, and when the reserve pit is closed, the pit linerwill be buried below plow
depth.

All pits will be fenced according to the following minimum standards:

39 inch net wire will be used with at least one strand of barbed wire on top of the net wire.
Barbed wire is not necessary if pipe or some type of reinforcement rod is attached to the
top of the entire fence.

The net wire shall be no more than two inches above the ground. The barbed wire shall be
three inches over the net wire. Total height of the fence shall be at least 42 inches.

Corner posts shall be cemented and/or braced in such a manner to keep the fence tight at all times.

Standard steel, wood, or pipe posts shall be used between the corner braces. Maximum
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between any 2 fence posts shall be no greater than 16 feet.

All wire shall be stretched, by using a stretching device, before it is attached to corner posts.

The reserve pit fencing will be on three sides during drilling operations, and on the fourth
side when the rig moves off location. Pits will be fenced and maintained until cleanup.

Location size may change prior to the drilling of the well due to current rig availability. If the
proposed location is not large enough to accommodate the drilling rig the location will be re-surveyed
and a Form 9 shall be submitted.

10. Plans for Reclamation of the Surface:

Producing Location:

Immediately upon well completion, the location and surrounding area will be cleared of all
unused tubing, materials, trash, and debris not required for production.

Immediately upon well completion, any hydrocarbons in the pit shall be removed in accordance
with 43 CFR 3162.7-1.

A plastic, nylon reinforced liner will be used, it shall be tornand perforated before backfilling of
the reserve pit.

Before any dirt work associated with location restoration takes place, the reserve pit shall
be as dry as possible. All debris in it will be removed. Other waste and spoil materials
will be disposed of immediately upon completion of operations.

The reserve pit and that portion of the location not needed for production facilities/operations
will be recontoured to the approximate natural contours. The reserve pit will be reclaimed
within 90 days from the date of well completion, weather permitting.

To prevent surface water (s) from standing (ponding) on the reclaimed reserve pit area, final
reclamation of the reserve pit will consist of "mounding" the surface three feet above surrounding
ground surface to allow the reclaimed pit area to drain effectively.

Upon completion of backfilling, leveling, and recontouring, the stockpiled topsoil will be spread
evenly over the reclaimed area(s).

Dry Hole/Abandoned Location:

Abandoned well sites, roads, and other disturbed areas will be restored as near as practical to
their original condition. Where applicable, these conditions include the re-establishment of
irrigation systems, the re-establishment of appropriate soil conditions, and re-establishment
of vegetation as specified.

All disturbed surfaces will be recontoured to the approximate natural contours, with reclamation
of the well pad and access road to be performed as soon as practical after final abandonment.
Reseeding operations will be performed after completion of other reclamation
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11. Surface Ownership:

SITLA
675 East 500 South, Suite 500
Salt Lake City, UT 84102

12. Other Information:

All lease and/or unit operations will be conducted in such a manner that full compliance
is made with all applicable laws, regulations, the approved Plan of Operations, and any
applicable Notice of Lessees. The Operator is fully responsible for the actions of his
subcontractors. A copy of these conditions will be furnished to the field representative
to ensure compliance.

The Operator will control noxious weeds along Rights-Of-Way for roads, pipelines, well
sites, or other applicable facilities.

A Class III archaeological survey will be submitted when report becomes available.

This location is not within 460' from the boundary of the Natural Buttes Unit, nor is it within 460' of
any non-committed tract lying within the boundaries of the Unit.

13. Lessee's or Operators's Representative & Certification:

Sheila Upchego Randy Bayne
Senior Land Admin Specialist Drilling Manager
Kerr-McGee Oil & Gas Onshore LP Kerr-McGee Oil & Gas Onshore LP
1368 South 1200 East. 1368 South 1200 East
Vernal, UT 84078 Vernal, UT 84078
(435) 781-7024 (435)781-7018

Certification: All lease and/or unit operations will be conducted in such a manner that full compliance
is made with all applicable laws, regulations, Onshore Oil and Gas Orders, the approved Plan of
Operations, and any applicable Notice to Lessees.

The Operator will be fully responsible for the actions of its subcontractors. A complete copy of the
approved "Application for Permit to Drill" will be furnished to the field representative(s) to ensure
compliance and shall be on location during all construction and drilling operations.

Kerr-McGee Oil & Gas Onshore LP is considered to be the operator of the subject well. Kerr-McGee
Oil & Gas Onshore LP agrees to be responsible under terms and conditions of the lease for the
operations conducted upon leased
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Bond coverage pursuant to 43 CFR 3104 for lease activities is being provided by State SuretyBond
#RLBOOO5237.

I hereby certify that I, or persons under my supervision, have inspected the proposed drill site and
access route, that I am familiarwith the conditions that currently exist; that the statements made in this
plan are, to the best of my loowledge, true and correct; and the work associated with the operations
proposed herein will be performed by the Operator, its contractors, and subcontractors in conformity
with this plan and the terms and conditions under which it is approved.

5/14/2008
heifa Upchego



Kerr-McGee Oil & Gas Onshore LP
NBU #1022-10A2T

LOCATED IN UINTAH COUNTY, UTAH
SECTION 10, T108, R22E, S.L.B.&M.

AKE

PHOTO: VI W OF LOCATION STAKE CAMERA ANGLE: SOUTHWESTERLY

PHOTO: VIEW OF EXISTING ACCESS CAMERA ANGLE: SOUTHWESTERLY

Uintah Engineering& Land Surveying LOCATIONPIIOWS 02 22 $ ruovo
85 South 200 East Vemal Utah 84078 ONTI DAY TEAR

.si, iga. 435-789-1017 uels@u'elsitic.com i TAKENBY:LK. DRAWNBY:C.P.



Kerr-McGee.Oil& Gas OnshoreLP
NBU #1022-10A2T

SECTION10, T10S,R22E, S.L.B.&M.

PROCEED IN A WESTERLYDIRECTIONFROM VERNAL, UTAH ALONG U.S.
HIGHWAY 40 APPROXIMATELY14.0 MILESTO THE JUNCTION OF STATE

¯

HIGHWAY 88; BXIT LEFT AND PROCEED IN A SOUTHERLY DIRECTION
APPROXIMATELY 17.0MILESTO OURAY,UTAH; PROCBED IN A SOUTHERLY,
THENSOUTHEASTERLYDIRECTIONAPPROXIMATELY 1L2 MILESONTHE SEEP
RIDGE ROADTO THE JUNCTIONOP THIS ROAD AND AN EXISTINGROAD TO
THE BAST; TURN LEFT AND PROCEED IN AN BASTERLY, THEN
SOUTHEASTERLYDIRECTIONAPPROXIMATELY 8.9 MILESTO THEJUNCTION
OPTHISROAD AND ANEXISTINGROAD TOTHB NORTHEAST;TURNLEFTAND
PROCBEDIN A NORTHEASTERLYDIRECTIONAPPROXIMATELY3.9MILESTO
THE JUNCTIONOFTHISROAD AND ANEXTSTINGROADTOTHENORTH;TURN
LEFTANDPROCEEDINANORTHERLYDIRECTIONAPPROXIMATELY1.0MILES
TO THE JUNCTION OF THIS ROAD AND AN EXISTlNG ROAD TO THE
NORTHEAST; TURN RIGHT AND PROCEED IN A NORTHEASTERLY,THEN
SOUTHERLYDIRECTIONAPPROXIMATELY 1.3 MILES TO THE JUNCTIONOF
THIS ROADANDAN EXISTINGROADTO THE SOUTHWEST;TURNRIGHTAND
PROCEED IN A SOUTHWESTERLY, THEN SOUTHEASTERLY, THEN
SOUTHWESTERLY DIRECTIONAPPROXIMATELY 2.1 MILESTOTHE PROPOSED
LOCATION.

TOTAL DISTANCE FROM VERNAL, UTAH TO THE PROPOSED WELL
LOCATIONIS APPROXIMATELY 59.4
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IR)EKSHEET
APPLICATION FOR PERMIT TO DRILL

APD RECEIVED: 04/09/2008 API NO. ASSIGNED: 43-047-39997

WELL NAME: NBU 1022-10A2T

OPERATOR: KERR-MCGEE OIL & GAS ( N2995 ) PHONE NUMBER: 720-929-6226

CONTACT: KEVIN MCINTYRE

PROPOSED LOCATION: INSPECT LOCATN BY: / /
NENE 10 100S 220E Tech Review Initials Date
SURFACE: 0201 FNL 0777 FEL

BOTTOM: 0201 FNL 0777 FEL Engineering

COUNTY: UINTAH Geology
LATITUDE: 39.97011 LONGITUDE: -109.4187

UTM SURF EASTINGS:635042 NORTHINGS: 4425427 Surface

FIELD NAME: NATURAL BUTTES ( 630 )

LEASE TYPE: 1 - Federal TO
LEASE NUMBER: UTU-01197A PROPOSED FORMATION: WSMVD

SURFACE OWNER: 1 --FFEEini 316 COALBED METHANE WELL? NO

RECEIVED AND/OR REVIEWED: LOCATION AND SITING:

Plat R649-2-3.

Bond: Fed[1] Ind[] Sta[] Fee[]
Unit: NATURAL BUTTES

(No.WYB000291 )
Potash (Y/N) R649-3-2. General

Oil Shale 190-5 (B) or 190-3 or 190-13 Siting:460 From Qtr/Qtr & 920' Between Wells

Water Permit R649-3-3. Exception

(No. 43-8496 )
Drilling Unit

RDCC Review (Y/N)
Board Cause No:

(Date: )
Eff Date:

Fee Surf Agreement (Y/N) Siting:

Intent to Commingle (Y/N) .R649-3-11. Directional Drill

COMMENTS: $Ÿ¾fig. LÛÚO -

STIPULATIONS: |- S «
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OPERATOR: KERR MCGEE O&G (N2995)
UTAH

SEC: 3,4,9,10 T.10S IL22E DNR
FIELD- NATURAL BUTFES (630)

COUNTY: UINTAH

Wells Status
CAUSE: 173-14 / 12-2-1999 y GAS INJECTION

o GAS STORAGE OIL, GAS & MINING
x LOCATION ABANDONED
O NEW LOCATION

Field Status Unit Status PLUGGED & ABANDONED
ABANDONED ) EXPLORATORY PRODUCING GAS
ACITVE GAS STORAGE PRODUCINGOIL

NF PP OIL & SHUT-IN GASCOMBINED NF SECONDARY « SHUT-IN OIL W E
D INACTIVE PENNNG

)s( TEMP. ABANDONED
PROPOSED

PP GAS o TEST WELL
STORAGE PP GEØrHERML A WATER INJECTION S

[ TERMINATED PP OIL g WATER SUPPLY PREPARED BY: DIANA MASON
SECONDARY WATER DISPOSAL DATE: 11-APRIL-2008
TERMINATED



BOPE REVIEW Kerr-McGee NBU 1022-10A2T API 43-047-39997

INPUT
Well Name Kerr-McGee NBU 1022-10A2T API 43-047-39997

String 1 String 2
Casing Size (") 9 5/8 4 1/2
Setting Depth (TVD) 2100 8600
Previous Shoe Setting Depth (TVD) 40 2100
Max Mud Weight (ppg) 8.4 11.7
BOPE Proposed (psi) 500 5000
Casing Internal Yield (psi) 2270 7780
Operators Max Anticipated Pressure (psi) 5332 11.9 ppg

Calculations string1 9 sis "
Max BHP [psi] .052*Setting Depth*MW = 917

BOPE Adequate For Drilling And Setting Casing at Depth?
MASP (Gas) [psi] Max BHP-(0.12*Setting Depth) = 665 NO -- ôf. Air Drillto surface shoe
MASP (Gas/Mud) [psi] Max BHP-(0.22*Setting Depth) = 455 YES

*Can Full Expected Pressure Be eld At Previous Shoe?
Pressure At Previous Shoe Max BHP-.22*(Setting Depth - Previous Shoe Depth) = 464 & NO &•>•- 9tt
Required Casing/BOPE Test Pressure 1589
*Max Pressure Allowed @Previous Casing Shoe = psi *Assumes 1psilft frac gradient

Calculations String 2 4 1/2 "
Max BHP [psi] .052*Setting Depth*MW = 5232

BOPE Adequate For Drilling And Setting Casing at Depth7
MASP (Gas) [psl] Max BHP-(0.12*Setting Depth) = 4200 YES
MASP (Gas/Mud) [psi] Max BHP-(0.22*Setting Depth) = 3340 YES

*Can Full Expected Pressure Be Held At Previous Shoe?
Pressure At Previous Shoe Max BHP-.22*(Setting Depth - Previous Shoe Depth) = 3802 g NO asse-Mi
Required Casing/BOPE Test Pressure 5000 psi
*Max Pressure Allowed @Previous Casing Shoe = *Assumes 1psilft frac



2008-06 Kerr McGe NBU 1022-10A2T
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Well name: 2008-06 Kerr McGee NBU 1022-10A2T
Operator: Kerr McGee Oil & Gas Onshore L.P.
String type: Surface Project ID:

43-047-39997
Location: Uintah County, Utah

Design parameters: Minimum design factors: Environment:
Collapse Collapse: H2S considered? No

Mud weight: 8.400 ppg Design factor 1.125 Surface temperature: 75 °F
Design is based on evacuated pipe. Bottom hole temperature: 104 °F

Temperature gradient: 1.40 °F/100ft
Minimum section length: 1,300 ft

Burst:
Design factor 1.00 Cement top: 607 ft

Burst
Max anticipated surface

pressure: 1,848 psi
Internal gradient: 0.120 psilft Tension: Non-directional string.
Calculated BHP 2,100 psi 8 Round STC: 1.80 (J)

8 Round LTC: 1.80 (J)
No backup mud specified. Buttress: 1.60 (J)

Premium: 1.50 (J)
Body yield: 1.50 (B) Re subsequent strings:

Next setting depth: 8,600 ft
Tension is based on buoyed weight. Next mud weight: 11.700 ppg
Neutral point: 1,841 ft Next setting BHP: 5,227 psi

Fracture mud wt: 19.250 ppg
Fracture depth: 2,100 ft
Injection pressure: 2,100 psi

Run Segment Nominal End True Vert Measured Drift Internal
Seq Length Size Weight Grade Finish Depth Depth Diameter Capacity

(ft) (in) (Ibs/ft) (ft) (ft) (in) (ft3)
1 2100 9.625 32.30 H-40 ST&C 2100 2100 8.876 928

Run Collapse Collapse Collapse Burst Burst Burst Tension Tension Tension
Seq Load Strength Design Load Strength Design Load Strength Design

(psi) (psi) Factor (psi) (psi) Factor (Kips) (Kips) Factor
1 916 1370 1.495 2100 2270 1.08 59 254 4.27 J

Prepared Helen Sadik-Macdonald Phone: (801) 538-5357 Date: June 2,2008
by: Div of Oil,Gas & Minerals FAX: (801) 359-3940 Salt Lake City, Utah

Remarks:
Collapse is based on a vertical depth of 2100 ft, a mud weight of 8.4 ppg The casing is considered to be evacuated for collapse purposes.
Collapse strength is based on the Westcott, Dunlop & Kemler method of biaxial correction for tension.

Burst strength is not adjusted for tension.

Engineering responsibility for use of this design willbe that of the



Well name: 2008-06 Kerr McGee NBU 1022-10A2T
Operator: Kerr McGee Oil &Gas Onshore L.P.
String type: Production Project ID:

43-047-39997
Location: Uintah County, Utah

Design parameters: Minimum design factors: Environment:
Collapse Collapse: H2S considered? No

Mud weight: 11.700 ppg Design factor 1.125 Surface temperature: 75 °F
Design is based on evacuated pipe. Bottom hole ternperature: 195 °F

Temperature gradient: 1.40 °F/100ft
Minimum section length: 1,500 ft

Burst:
Design factor 1.00 Cement top: Surface

Burst
Max anticipated surface

pressure: 3,335 psi
Internal gradient: 0.220 psilft Tension: Non-directional string.
Calculated BHP 5,227 psi 8 Round STC: 1.80 (J)

8 Round LTC: 1.80 (J)
No backup mud specified. Buttress: 1.60 (J)

Premium: 1.50 (J)
Body yield: 1.50 (B)

Tension is based on buoyed weight.
Neutral point: 7,096 ft

Run Segment Nominal End True Vert Measured Drift Internal
Seq Length Size Weight Grade Finish Depth Depth Diameter Capacity

(ft) (in) (Ibs/ft) (ft) (ft) (in) (ft3)

1 8600 4.5 11.60 I-80 LT&C 8600 8600 3.875 750.5

Run Collapse Collapse Collapse Burst Burst Burst Tension Tension Tension
Seq Load Strength Design Load Strength Design Load Strength Design

(psi) (psi) Factor (psi) (psi) Factor (Kips) (Kips) Factor
1 5227 6360 1.217 5227 7780 1.49 82 212 2.58 J

Prepared Helen Sadik-Macdonald Phone: (801) 538-5357 Date: June 2,2008
by: Div of Oil,Gas & Minerals FAX: (801) 359-3940 Salt Lake City, Utah

Remarks:
Collapse is based on a vertical depth of 8600 ft, a mud weight of 11.7 ppg The casing is considered to be evacuated for collapse purposes.
Collapse strength is based on the Westcott, Dunlop &Kemler method of biaxial correction for tension.

Burst strength is not adjusted for tension.

Engineering responsibility for use of this design will be that of the



Application for Permit to Drill
Statement of Basis

6/10/2008 Utah Division of Oil, Gas and Mining Page 1

APD No API WellNo Status Well Type Surf Ownr CBM
773 43-047-39997-00-00 GW S No
Operator KERR-MCGEE OIL & GAS ONSHORE, L.P. Surface Owner-APD
Well Name NBU 1022-10A2T Unit NATURAL BUTTES
Field NATURAL BUTTES Type of Work
Location NENE 10 10S 22E S 201 FNL 777 FEL GPS Coord (UTM) 635042E 4425427N

Geologic Statement of Basis
Kerr McGee proposes to set 2,100' of surface casing at this location. The depth to the base of the moderately
saline water at this location is estimated to be at a depth of 4,100'. A search of Division of Water Rights records
shows no water wells within a 10,000 foot radius of the proposed location. The surface formation at this site is
the Uinta Formation. The Uinta Formation is made up of interbedded shales and sandstones. The sandstones
are mostly lenticular and discontinuous and should not be a significant source of useable ground water.
Production casing cement should be brought up above the base of the moderately saline ground water to isolate
it from fresher waters uphole.

Brad Hill 6/10/2008
APD Evaluator Date / Time

Surface Statement of Basis
The NBU #1022-10A2T gas well will be on an existing location, which contained the NBU #117 well. This
well was plugged on 06/04/2008. No changes will occur to the surface. The reserve pit will be re-dug in the
previous area. Because of the close proximity to the White River which lies about 600 feet to the east and the
rocky/ledgey nature of the area, the reserve pit should be double lined with a 20-mil liner and cushioned with an
appropriate thickness of felt.

The existing pad shows no structural problems from the previous operation.

Floyd Bartlett 6/5/2008
Onsite Evaluator Date / Time

Conditions of Approval / Application for Permit to Drill
Category Condition
Pits A double synthetic liner each with a minimum thickness of 20 mils and an appropriate

thickness of felt sub-liner to cushion the liners shall be properly installed and
maintained in the reserve pit.

Surface The reserve pit shall be fenced upon completion of drilling



ON-SITE PREDRILL EVALUATION
Utah Division of Oil, Gas and Mining

Operator KERR-MCGEE OIL & GAS ONSHORE, L.P.
Well Name NBU 1022-10A2T
API Number 43-047-39997-0 APD No 773 Field/Unit NATURAL BUTTES
Location: 1/4,1/4 NENE Sec 10 Tw 10S Rug 22E 201 FNL 777 FEL
GPS Coord (UTM) Surface Owner

Participants
Floyd Bartlett (DOGM)

Regional/Local Setting & Topography
On existing location, which contained the NBU #117 well, which was plugged on 06/04/2008. No changes will occur to
the surface. The reserve pit will be re-dug in the previous area. Because of the close proximity to the White River which
lies about 600 feet to the east and the rocky/ledgey nature of the area, the reserve pit should be double lined with a 20-mil
liner and cushioned with an appropriate thickness of felt.

The existing pad shows no structural problems from the previous operation.

Surface Use Plan
Current Surface Use
Existing Well Pad

New Road
Miles Well Pad Src Const Material Surface Formation

0 Width 235 Length 275 UNTA

Ancillary Facilities

Waste Management Plan Adequate?

Environmental Parameters
Affected Floodplains and/or Wetland N

Flora / Fauna

Soil Type and Characteristics

Erosion Issues N

Sedimentation Issues N

Site Stability Issues N

Drainage Diverson Required N

Berm Required? N

Erosion Sedimentation Control Required? N

6/10/2008 Page



Paleo Survey Run? N Paleo Potental Observed? N Cultural Survey Run? Cultural Resources?

Reserve Pit

Site-Specific Factors Site Ranking
Distance to Groundwater (feet) >200 0
Distance to Surface Water (feet) >1000 0
Dist. Nearest Municipal Well (ft) >5280 0
Distance to Other Wells (feet) 300 to 1320 10
Native Soil Type Mod permeability 10
Fluid Type
Drill Cuttings Normal Rock 0
Annual Precipitation (inches) <10 0
Affected Populations <10 0
Presence Nearby Utility Conduits Not Present 0

Final Score 20 I Sensitivity Level

Characteristics / Requirements
Reserve pit will be in an area of cut in the northeast portion of the location. Dimensions are 75' x 125' x 10' deep.
Because of the close proximity to the White River which lies about 600 feet to the east and the rocky/ledgey nature of
the area, the reserve pit should be double lined with a 20-mil liner and cushioned with an appropriate thickness of felt.

Closed Loop Mud Required? N Liner Required? Y Liner Thickness 40 Pit Underlayment Required? Y

Other Observations / Comments

Floyd Bartlett 6/5/2008
Evaluator Date / Time

6/10/2008 Page



/11/2008) Diana Mason - Well Clearance Page 1

From: Ed Bonner
To: Mason, Diana
Date: 6/10/2008 4:34 PM
Subject: Well Clearance

CC: Davis, Jim; Garrison, LaVonne; Hill, Brad; Jarvis, Dan; raleen.white...
The following well has been granted clearanceby the Trust Lands Administration:

Kerr-McGeeOil& Gas Onshore LP
NBU1022-10A2T (API 43 047 39997)

If you have any questions regarding this matter please give me a



Stateg Utah
DEPARTME OF NATURAL RESOURCES

MICHAEL R. STYLER
'. . > ExecutiveDirector

JON M. HUNTSMAN, JR.
Division of Oil, Gas and Mining

Governor JOHN R. BAZA
Division Director

GARY R. HERBERT
Lieutenant Governor

April 14, 2008
Amended June 11, 2008

Kerr McGee Oil & Gas Onshore LP
1368 S 1200 E
Vernal, UT 84078

Re: NBU 1022-10A2T Well, 201' FNL, 777' FEL, NE NE, Sec. 10, T. 10 South, R. 22 East,
Uintah County, Utah

Gentlemen:

Pursuant to the provisions and requirements of Utah Code Ann.§ 40-6-1 et seq., Utah
Administrative Code R649-3-1 et seq., and the attached Conditions of Approval, approval to drill
the referenced well is granted.

This approval shall expire one year from the above date unless substantial and continuous
operation is underway, or a request for extension is made prior to the expiration date. The API
identification number assigned to this well is 43-047-39997.

Sincerely,

Gil Hunt
Associate Director

pab
Enclosures

cc: Uintah County Assessor
Bureau of Land Management, Vernal Office
SITLA

UTAH

DNR

1594 West North Temple, Suite 1210, PO Box 145801, Salt Lake City, UT 84114-5801
telephone (801) 538-5340 • facsimile (801) 359-3940 • TTY (801) 538-7458 • www.ogm.utah.gov OIL, GAS &



O O
Operator: Kerr McGee Oil & Gas Onshore LP
Well Name & Number NBU 1022-10A2T

API Number: 43-047-39997
Lease: ST UO 01197-A

Location: NE NE Sec. 10 T. 10 South R. 22 East

Conditions of Approval

1. General
Compliance with the requirements of Utah Admin. R. 649-1 et seq., the Oil and Gas
Conservation General Rules, and the applicable terms and provisions of the approved
Application for permit to drill.

2. Notification Requirements
The operator is required to notify the Division of Oil, Gas and Mining of the following
action during drilling of this well:

• 24 hours prior to cementing or testing casing - contact Dan Jarvis
• 24 hours prior to testing blowout prevention equipment - contact Dan Jarvis
• 24 hours prior to spudding the well - contact Carol Daniels
• Within 24 hours of any emergency changes made to the approved drilling

program - contact Dustin Doucet
• Prior to commencing operations to plug and abandon the well - contact Dan

Jarvis

The operator is required to get approval from the Division of Oil, Gas and Mining before
performing any of the following actions during the drilling of this well:

• Plugging and abandonment or significant plug back of this well - contact Dustin
Doucet

• Any changes to the approved drilling plan - contact Dustin Doucet

The following are Division of Oil, Gas and Mining contacts and their telephone numbers
(please leave a voice mail message if the person is not available to take the call):

• Dan Jarvis at: (801) 538-5338 office (801) 942-0871 home
• Carol Daniels at: (801) 538-5284 office
• Dustin Doucet at: (801) 538-5281 office (801) 733-0983 home

3. Reporting Requirements
All required reports, forms and submittals will be promptly filed with the Division,
including but not limited to the Entity Action Form (Form 6), Report of Water
Encountered During Drilling (Form 7), Weekly Progress Reports for drilling and
completion operations, and Sundry Notices and Reports on Wells requesting approval of
change of plans or other operational



O O
Page 2
43-047-39997
April 14, 2008 Amended June 11-08

4. Compliance with the State of Utah Antiquities Act forbids disturbance of archeological,
historical, or paleontological remains. Should archeological, historical or paleontological
remains be encountered during your operations, you are required to immediately suspend
all operations and immediately inform the Trust Lands Administration and the Division
of State History of the discovery of such remains.

5. Compliance with the Conditions of Approval/Application for Permit to Drill outlined in
the Statement of Basis. (Copy Attached)

6. Surface casing shall be cemented to the



O

DIVISION OF OIL, GAS AND MINING

SPUDDING INFORMATION

Name of Company: KERR-McGEE OIL & GAS ONSHORE, L.P.

Well Name: NBU 1022-10A2T

Api No: 43-047-39997 Lease Type: FEDERAL

Section 10 Township 10S Range 22E County UINTAH

Drilling Contractor PETE MARTIN DRLG RIG # BUCKET

SPUDDED:
Date 07/17/08

Time 3:00 PM

How DRY

Drilling wi/I Commence:

Reported by LEW WELDON

Telephone # (435) 828-7035

Date 07/18//08 Signed



STATE OF UTAH FORM 6
DEPARTMENTOF NATURALRESOURCES

DIVISIONOF OIL,GAS ANDMINING

ENTITYACTIONFORM

Operator: KERR McGEE OIL & GAS ONSHORE LP Operator Account Number: N 2995

Address: 1368 SOUTH 1200 EAST

city VERNAL

state UT zip 84078 Phone Number: (435) 781-7024

Well i

API Number Well Name QQ Sec Twp Rng County

4304739997 NBU 1022-10A2T NENE 10 10S 22E UINTAH

Action Code Current Entity New Entity Spud Date Entity Assignment
Number Number Effective bate

99999 |- ) 7/17/2008 | $ f
Comments: MIRU PETE MARTINBUCKET RIG

SPUD WELLLOCATIONON 07/17/2008 AT 1500 HRS.

WellAPI
Number WellName QQ See Twp Rng County

Action Code Current Entity New Entity Spud Date Entity Assignment
Number Number Effective Date

Comments:

Well 3
API Number Well Name QQ See Twp Rng County

Action Code Current.Entity New Entity Spud Date Entity Assignment
Number Number Effective Date

Comments:

ACTIONCODES:
A - Establish new entityfor new well (single well only) SHEILAUPCHEGO

B - Add new well to existing entity (groupor unit well) N Please P

C - Re-assign well from one existing entity to another existing entity
D - Re-assign well from one existing entity to a new entity . signelture ' /

E - Other (Explain in 'comments' section) RECEIVED REGULATORY ANALYST 7/21/2008
Title Date

JUL2 1 2008
(5/2000)

DNOF0lt,GAS&



STATE OF UTAH FORM 9
DEPARTMENT OF NATURALRESOURCES

DIVISIONOF OIL, GAS AND MINING 5. LEASEDESIGNATIONANDSERIALNUMBER:

ST UO 01197-A
6. IF INDIAN,ALLOTTEE OR TRlBE NAMESUNDRY NOTICES AND REPORTS ON WELLS
7. UNITor CA AGREEMENT NAME:

Do not use thisform for proposals to drill new wells, significantly deepen existing wells below currentbottom-hole depth, reenter plugged wells, or to UN IT #891008900Adrill horizontal laterals. Use APPLlCATION FOR PERMIT TO DRILL form forsuch proposals.
1. TYPE OF WELL 8. WELL NAMEand NUMBER:OlL WELL GAS WELL OTHER NBU 1022-10A2T
2. NAMEOF ÒPERAT0R: 9. API NUMBER:

KERR McGEE OIL & GAS ONSHORE LP 4304739997
3. ADDRESS OF 0PERATOR: PHONE NUMBER: 10. FIELD AND P00L, ÒR WILDCAT:
1368 SOUTH 1200 EAST VERNAL UT 84078 (435) 181-7024 NATURAL BUTTES

4. LOCATIONOF WELL

FOOTAGESATSURFACE: 201'FNL, ???'FEL COUNTY: UINTAH

QTR/QTR, SECTlON, TOWNSHiP, RANGE, MER1DIAN: NEnlË 10 108 22E STATE:
UTAH

. CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA
TYPE OF SUBMISSION TYPE OF ACTION

O ACID1ZE DEEPEN REPERFORATE CURRENT FORMATION
NOTICE OF [NTENT

(Submit in Duplicate) ALTER CASING FRACTURE TREAT SlDETRACK TO REPAIR WELL

Approximate date work will start: CASING REPA1R NEW CONSTRUCTION TEMPORARlLYABANDON

CHANGE TO PREVlOUS PLANS OPERATOR CHANGE TUB1NGREPAIR

CHANGE TUBING PLUG ANDABANDON VENT OR FLARE

SUBSEQUENT REPORT CHANGl¯
WELL NAME PLUG BACK WATER DISPOSAL

(Submit Original Form Only)
CHANGE WELL STATUS PRODUCTION (START/RESUME) WATER SHUT-OFF

Date of work completion:
COMMlNGLE PRODUCING FÓRMATIONS RECLAMATIONOF WELL S1TE OTHER: WELL SPUD
CONVERT WELLTYPE RECOMPLETE - D1FFERENTFORMATlÓN

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

MIRU PETE MARTIN BUCKET RIG. DRILLED 20" CONDUCTOR HOLE TO 40'. RAN 14" 36.7# SCHEDULE 10 PIPE.
CMT Wl28 SX READY MIX.

SPUD WELL LOCATIONON 07/17/2008 AT 1500 HRS.

PES A DATE REGUOLATORYANALYST

(This space for State use only)

RECEIVED
JUL28 2008

(5/2000) (See Instructions on Reverse Side)



O
STATE OF UTAH FORM 9

DEPARTMENT OF NATURAL RESOURCES
DIVISIONOF OIL, GAS AND MINING 5. LEASEDESIGNATlONANDSERIALNUMBER:

ST UO 01197-A

SUNDRY NOTICES AND REPORTS ON WELLS 6. |FlNDIAN,ALLOTTEEORTRlBENAME:

7. UNITor CA AGREEMENT NAME:
Do not use this form for proposals to drill new wells, significantly deepen existing wells below current bottom-hole depth, reenter plugged wells, or to UN IT #891008900Adrill horizontâl laterals. Use APPL1CATIONFOR PERMIT TO DRILL form forsuch proposals.

1. TYPE OF WELL 8. WELL NAMEand NUMBER:
OIL WELL GAS WELL OTHER NBU 1022-10A2T

2. NAME OF OPERATOR: 9. API NUMBER:

KERR McGEE OIL & GAS ONSHORE LP 4304739997
3. ADDRESS OF OPERATOR: PHONE NUMBER: 10. FIELD AND POOL, OR WILDCAT:
1368 SOUTH 1200 EAST VERNAL

STATE UT ZIP 84078 (435) 781-7024 NATURAL BUTTES
4. LOCATIONOF WELL

FOOTAGESATSURFACE: 201'FNL, 777'FEL COUNTY: UINTAH

QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: NENE 10 10S 22E STATE:

UTAH

11. CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA
TYPE OF SUBMISSION TYPE OF ACTION

ACIDIZE DEEPEN REPERFORATE CURRENT FORMATIONO NOTICE OF INTENT
(Submit in Duplicate) ALTER CAS1NG FRACTURE TREAT SIDETRACK TO REPAIR WELL

Approximate date work willstart: CASING REPAlR NEW CONSTRUCTION TEMPORARILYABANDON

CHANGE TO PREVIOUS PLANS OPERATOR CHANGE TUBING REPAIR

CHANGE TUBING PLUG ANDABANDON VENT OR FLARE

. 2 SUBSEQUENT REPORT CHANGE WELL NAME PLUG BACK WATER DISPOSAL
(Submit Original Form Only)

CHANGE WELL STATUS PRODUCTION (START/RESUME) WATER SHUT-OFF
Date ofwork completion:

COMMlNGLE PRODUCING FORMATIONS RECLAMATIONOF WELL SITE OTHER: WELL SPUD
O CONVERT WELLTYPE RECOMPLETE -DIFFERENT FORMATION

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

MIRU PROPETRO AIR RIG ON 08/05/2008. DRILLED 12 1/4" SURFACE HOLE TO 2145'. RAN 9 5/8" 36# J-55 SURFACE
CSG. CMT Wl300 SX PREM CLASS G @15.8PPG 1.15 YIELD.NO RETURNS TO PIT 150 PSI LIFT. TOP OUT Wl150 SX
PREM CLASS G @15.8PPG 1.15 YIELD. DOWN BACKSIDE. 2ND TOP OUT Wl150 SX PREM CLASS G @15.8PPG 1.15
YlELD DOWN BACKSIDE. 3RD TOP OUT Wl75 SX PREM CLASS G @15.8PPG 1.15 YIELD DOWN BACKSIDE. GODD
CMTTOSURFACEHOLESTAYEDFULL.

WORT.

EPE TT E REGUOLATORYANALYST

(Tliis space for State use only)

RECENED

AU6i 9 2003
(5/2000) (See instructions on Reverse Side)

DIV,0F0\L,GAS&



O
STATE OF UTAH FORM 9

DEPARTMENT OF NATURALRESOURCES
DIVISIONOF OIL, GAS AND MINING 5. LEASEDESlGNATIONANDSERIALNUMBER:

ST UO 01197-A
6. lF INDIAN,ALLOTTEEOR TRIBE NAMESUNDRY NOTICES AND REPORTS ON WELLS
7. UNITor CA AGREEMENT NAME:

Do not use this form for proposals to drill new wells, significantlydeepen existing wells below currentbottom-hole depth, reenter plugged wells, or to UNIT #891008900Adrillhorizontal laterals. Use APPLICATION FOR PERMIT TO DRILL form for such proposals.
1.TYPEOFWELL 8.WELLNAMEandNUMBER:

OIL WELL GAS WELL / OTHER NBU 1022-10A2T
2. NAMEOF OPERATOR: 9. API NUMBER:

KERR McGEE OIL & GAS ONSHORE LP 4304739997
3. ADDRESS OF OPERATOR: PHONE NUMBER: 10. FIELD AND POOL, OR WILDCAT:
1368 SOUTH 1200 EAST VERNAL sTATE UT ,,84078 (435) 781-7024 NATURAL BUTTES

4. LOCATION OF WELL

FOOTAGESAT SURFACE: 201'FNL, 777'FEL COUNTY: UINTAH

QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: NENE 10 10S 22E STATE:
UTAH

CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA
TYPE OF SUBMISSION TYPE OF ACTION

O AClDIZE DEEPEN REPERFORATE CURRENT FORMATION
NOTlCE OF INTENT

(Submit in Duplicate) ALTER CASING FRACTURE TREAT S1DETRACKTO REPAIR WELL

Approximate date work willstart: CASlNG REPAlR NEW CONSTRUCTION TEMPORARILYABANDON

CHANGE TO PREVIOUS PLANS OPERATOR CHANGE TUBING REPAlR

CHANGE TUBlNG PLUG ANDABANDON VENT OR FLARE

SUBSEQUENT REPORT CHANGE WELL NAME PLUG BACK WATER DISPOSAL
(Submit Original Form Only)

CHANGE WELL STATUS PRODUCTION (START/RESUME) WATER SHUT-OFF
Date of work completion:

COMMINGLEPRODUCINGFORMATIONS RECLAMATIONOFWELLSITE OTHER: FINAL DRILLING
O CONVERT WELL TYPE RECOMPLETE - DIFFERENT FORMATION OPERATIONS

12 DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

FINISHED DRILLINGFROM 2145' TO 8610' ON 08/21/2008. RAN 4 1/2" 11.6# I-80 PRODUCTION CSG. LEADCMT Wl545
SX PREM LITE Il @12.1PPG 2.27 YIELD. TAILED CMT W/1150 SX 50/50 POZ @14.3PPG 1.31 YIELD. WASH LINES
DROP PLUG & DISPLACE W/132 BBLS WATER WICLAY STAY & MAGNACIDE TO BUMP PLUG Wl3100 PSI. RELEASE
PSl AND FLOATS HELD. HAD 30 BBLS OF CMT CIRC TO SURFACE. WASH THE STACK AND HANG CASING Wl35K
TEST HANGER TO 5000 PSI TEST OK START ND BOPS CLEAN MUD TANKS.

RELEASED ENSIGN RIG 12 ON 08/23/2008 AT 1600 HRS.

ILA UP EGO REGULATORY ANALYST

8/25/2008

(This space for State use only)

RECEIVED
(5/2000) (See Instructions on Reverse Side) SEPO9 2008

DIV.OFOlL,GAS&



STATE OF UTAH AMENDED REPORT O FORM 8
DEPARTMENT OF NATURALRESOURCES (highlight changes)

DIVISIONOF OIL, GAS AND MINING 5. LEASEDESIGNATIONANDSERIALNUMBER:

ST UO-01197A

WELL COMPLETION OR RECOMPLETION REPORT AND LOG
6. IFINDIAN,ALLOTTEEORTRIBENAME

la. TYPE OF WELL: OIL GAS DRY OTHER 7. UNITor CA AGREEMENT NAME
WELL WELL UNIT #891008900A

b. TYPE OF WORK: 8. WELL NAMEand NUMBER:
W HORZ. EP RLRY FSFVR.

OTHER NBU 1022-10A2T
2. NAMEOFOPERATOR: 9. API NUMBER:

KERR McGEE OIL & GAS ONSHORE LP 4304739997
3. ADDRESS OF OPERATOR: PHONE NUMBER: 10 FIELD AND POOL, OR WILDCAT

1368 S 1200 E CVfY VERNAL smTE UT 84078 (435) 781-7024 NATURAL BUTTES
4. LOCATIONOF WELL (FOOTAGES) 11. QTR/QTR, SECTION, TOWNSHIP, RANGE,

AT SURFACE: Û19NL, 77TFEL
MERIDIAN:

NENE 10 10S 22E
AT TOP PRODUClNG INTERVALREPORTED BELOW:

12. COUNTY 13. STATE
AT TOTALDEPTH: UINTAH UTAH

14. DATE SPUDDED: 15. DATET.D. REACHED: 16. DATE COMPLETED: 17 ELEVATIONS(DF, RKB, RT, GL):

7/17/2008 8/21/2008 9/20/2008 ABANDONED READYTO PRODUCE 2 5064'GL
18. TOTAL DEPTH: MD 19. PLUG BACKT.D.: MD $AŠ4 20. IF MULTIPLECOMPLETIONS. HOW MANY?* 21 DEPTH BRIDGE MD

PLUG SET:
TVD TVD TVD

22. TYPE ELECTRICAND OTHER MECHANICALLOGS RUN (Submit copy of each) 23.

WAS WELL CORED? NO YES (Submit analysis)CBL-CCL-GR S DSM T
I WAS DST RUN? NO YES (Submit report)

DIRECTIONALSURVEY? NO YES (Submit copy)

24. CASING AND LINER RECORD (Report all strings set in well)

HOLE SIZE SIZEIGRADE WEIGHT (#lft.) TOP (MD) BOTTOM (MD) STAGEDCEMHENTER CNEOMENFSTYPKES
VO

MRE
BL) CEMENT TOP ** AMOUNTPULLED

20" 14" STL 36.7# 40 28

12 1/4" 9 5/8 J-55 36# 2,145 675

7 7/8" 4 1/2 I-80 11.6# 8,610 1695

25. TUBING RECORD

SlZE DEPTH SET (MD) PACKER SET (MD) SIZE DEPTH SET (MD) PACKER SET (MD) SIZE DEPTH SET (MD) PACKER SET (MD)

2 3/8" . 8,098
26. PRODUCING INTERVALS 27. PERFORATION RECORD

FORMATIONNAME TOP (MD) BOTTOM (MD) TOP (TVD) BOTTOM (TVD) INTERVAL(Top/Bot - MD) SlZE NO. HOLES PERFORATION STATUS

(A) MESAVERDE 7,926 8,502 7,920 8,$02 0.36 122 open V] Squeezed

(B)
' Open Squeezed

(C) Open Squeezed

(D) Open Squeezed

28. ACID, FRACTURE, TREATMENT,CEMENT SQUEEZE, ETC.

DEPTH INTERVAL AMOUNTAND TYPE OF MATERIAL

7926'-8502' PMP 12,906 BBLS SLICK H2O & 488,306# 30/50 SD

29. ENCLOSED ATTACHMENTS: 30. WELL STATUS:

O ELECTRICALIMECHANICALLOGS GEOLOGIC REPORT DST REPORT DIRECTIONALSURV" PROD
O SUNDRY NOTICE FOR PLUGGING AND CEMENT VERIFICATION CORE ANALYSIS OTHER:

(5/2000) (CONTINUED ON BACK)
RECEIVED

OCT2O2008

DN.OFOIL,GAS&



31. INITIALPRODUCTION INTERVAL A (As shown in item #26)

DATE FIRST PRODUCED: TEST DATE: HOURS TESTED: TEST PRODUCTION OIL - BBL: GAS - MCF: WATER - BBL: PROD. METHOD:

9/20/2008 9/22/2008 24 RATES: 0 1,984 360 FLOWING
CHOKE SIZE: TBG. PRESS. CSG. PRESS. API GRAVITY BTU-GAS GASIOILRATIO 24 HR PRODUCTION OIL - BBL: GAS - MCF: WATER - BBL: INTERVALSTATUS:

16/64 2,200 3,200 RATES: 0 1,984 360 PROD
INTERVALB (As shown in item #26)

DATE FIRST PRODUCED: TEST DATE: HOURS TESTED: TEST PRODUCTION OIL - BBL: GAS - MCF: WATER - BBL: PROD. METHOD:
RATES: -+

CHOKE SIZE: TBG. PRESS. CSG. PRESS. API GRAVITY BTU-GAS AS/OIL RATIO 24 HR PRODUCTION OIL - BBL: GAS - MCF: WATER - BBL: INTERVALSTATUS:
RATES: ->

INTERVALC (As shown in item #26)

DATE FIRST PRODUCED: TEST DATE: HOURS TESTED: TEST PRODUCTION OIL - BBL: GAS- MCF: WATER - BBL: PROD. METHOD:
RATES: ->

CHOKE SIZE: TBG. PRESS. CSG. PRESS. API GRAVITY BTU - GAS ASIOILRATIO 24 HR PRODUCTION OIL - BBL: GAS - MCF: WATER - BBL: INTERVALSTATUS:
RATES: ->

INTERVALD (As shown in item #26)

DATE FIRST PRODUCED: TEST DATE: HOURS TESTED: TEST PRODUCTION OIL - BBL: GAS - MCF: WATER - BBL: PROD. METHOD:
RATES: ->

CHOKE SlZE: TBG. PRESS. CSG. PRESS. API GRAVITY BTU - GAS GASIOILRATIO 24 HR PRODUCTION OIL - BBL: GAS - MCF: WATER - BBL: INTERVALSTATUS:
RATES: -+

32. DISPOSITION OF GAS (Sold, Used for Fuel, Vented, Etc.)

SOLD
33. SUMMARYOF POROUS ZONES (include Aquifers): 34. FORMATION (Log) MARKERS:

Show all important zones of porosity and contentsthereof: Cored intervals and alldrill-stem tests, including depth interval
tested, cushion used, timetoolopen,flowing and shut-inpressures and recoveries.

Formation o o m Descriptions, Contents, etc. Name (Measu
edp

Depth)

GREEN RIVER 1,042
MAHOGANY 1,842
WASATCH 4,149 6,449
MESAVERDE 6,449 8,560

35. ADDITIONALREMARK: (include plugg ng procedure)

36. I hereby certify that the foregoing and attached information is complete and correct as determined from all available records.

NAME(PU AS R I U CH FTE REG3ULATORYANALYST

This report must be submitted within 30 days of
• completing or plugging a newwell • reentering a previously plugged and abandoned well
e drillinghorizontal laterals from an existing well bore • significantly deepening an existing well bore below the previous bottom-hole depth
e recompleting to a different producing formation • drilling hydrocarbon exploratory holes, such as core samples and stratigraphic tests

* ITEM20: Show the number of completions if production is measured separately from twoor more formations.

** ITEM 24: Cement Top-Showhow reported top(s)of cement were determined (circulated (CIR), calculated (CAL), cement bond log (CBL),temperaturesurvey (TS))

Send to: Utah Divisionof Oil, Gas and Mining Phone: 801-538-5340
1594 West North Temple, Suite 1210
Box 145801 Fax: 801-359-3940
Salt Lake City, Utah 84114-5801



O
STATE OF UTAH FORM 9

DEPARTMENTOF NATURALRESOURCES
DIVISION OF OIL, GAS AND MINING 5. LEASEDESIGNATIONANDSERIALNUMBER:

ST UO 01197-A

SUNDRY NOTICES AND REPORTS ON WELLS 6. lFINDIAN,ALLOTTEEORTRIBENAME:

7. UNlT or CA AGREEMENT NAME:
Do not use this form for proposals to drill new wells, significantly deepen existing wells below current bottom-hole depth, reenter plugged wells, or to UNIT #891008900Adrill horizontal laterals. Use APPLICATlON FOR PERMIT TO DRILL form forsuch proposals.

1. TYPE OF WELL 8. WELL NAME and NUMBER:
OIL WELL GAS WELL / OTHER NBU 1022-10A2T

2.NAMEOFOPERATOR: 9.APINUMBER:

KERR McGEE OlL & GAS ONSHORE LP 4304739997
3. ADDRESS OF OPERATOR: PHONE NUMBER: 10. FIELD AND POOL, OR WlLDCAT:

1368 SOUTH 1200 EAST
,

VERNAL svATE UT ,,84078 (435) 781-7024 NATURAL BUTTES
4. LOCATlON OF WELL

FOOTAGESATSURFACE: 201'FNL, 777'FEL COUNTY: UINTAH

QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: NENE 10 10S 22E STATE:
UTAH

CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA
TYPE OF SUBMISSION TYPE OF ACTION

ACIDiZE DEEPEN REPERFORATE CURRENT FORMATION
NOTICE OF INTENT

(Submit in Duplicate) ALTER CASING FRACTURE TREAT SlDETRACK TO REPAlR WELL

Approximate date work willstart: CASlNG REPAIR NEW CONSTRUCTION TEMPORARILYABANDON

CHANGE TO PREVIOUS PLANS OPERATOR CHANGE TUBINGREPAIR

O CHANGE TUBING PLUG AND ABANDON VENT OR FLARE

SUBSEQUENT REPORT CHANGE WELL NAME PLUG BACK WATER DISPOSAL
(Submit Original Form Only)

O CHANGE WELL STATUS PRODUCTION (START/RESUME) WATER SHUT-OFF
Date of work completion:

O COMMINGLEPRODUCING FORMATIONS RECLAMAT1ONOF WELL SITE OTHER:

O CONVERT WELL TYPE RECOMPLETE - DIFFERENT FORMATlON

12 DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

THE OPERATOR HAS PERFORMED A RECOMPLETION ON THE SUBJECT WELL. THE OPERATOR HAS COMPLETED
THE EXISTING MESAVERDE FORMATION. THE OPERATOR HAS PLACED THE SUBJECT WELL LOCATION ON
PRODUCTION ON 02/14/2009 AT 10:30 AM.

PLEASE REFER TO THE ATTACHED RECOMPLETION CHRONOLOGICAL WELL HISTORY.

NAME(PLEEASEPR TETLEE REGUOLATORYANALYST

(This space for State use only) RECEIVED
MARO2 2009

(5/2000) (See Instructions on Reverse Side) DN.QFOlL,GAS&



ROCKIES

Operation Summary Report

Well: NBU 1022-10A2T Spud Conductor: 7/17/2008 Spud Date: 8/5/2008

Project: UTAH Site: UINTAH Rig Name No: MILES-GRAY 1/1

Event: RECOMPLETION Start Date: 2/9/2009 End Date: 2/13/2009
Active Datum: RKB @5,084.0Qft(above Mean Sea UWl: NBU 1022-10A2T

2/9/2009 7:00 - 7:30 0.50 COMP 48 P SAKETY MEETING
7:30 - 17:00 9.50 COMP 31 P RIG DOWN ROAD RIG Fl NBU 452 TO NBU

1022-10A2T SPOT IN EQUlP RIG UP
2/10/2009 7:00 - 7:30 0.50 COMP 48 P SAFETY MEETING

7:30 - 17:00 9.50 COMP 37 P KILLWELL W/ 60 BBL 2% NIPPLE DOWN TREE
NIPPLE UP BOP POOH RIH W/ GAUGE RING TO
7940' POOH RIH SET 8K CBP 7884' FILLCSG &
TEST TO 7500# GOOD TEST RlH WI 3,3/8 GUNS
PERF @7708-12' 2 SPF 7720'-22' 3 SPF 782T-32' 4
SPF 7852'-54' 4 SPF NO BLOW SDFN *

2/11/2009 7:00 - 7:30 0.50 COMP 48 P SAFETY MEETING
7:30 - 18:00 10.50 COMP 36 P MIRU CUTTERS & BJ SERV FRAC STAGE #18RK

PERF @3963# INJ RT 50 BPM INJ PSI 4600# ISIP
2665# FG .78 FRAC W/ 81536# 30150 SAND +

5527#20/40 RESIN COATED SAND + 2453 BBL
SLICK WATER MP 5148# MR 55 BPM AP 4952# AR
54.5 BPM ISIP 2985# FG .83 NPI 320#

STAGE #2 RIH SET SK CBP @ 7440' PERF @
7396'-10' 3 SPF BRK PERF @ 3652# INJ RT 42
BPM INJ PSI 4100# ISIP 2229# FG .74 FRAC WI
166683 30/50 SAND + 4987#20/40 RESIN COATED
SAND + 634 BBL SLICKWATER MP 4192# MR 42.5
BPM AP 3951# AR 41.1 BPM ISIP 2328# FG .76 NPl
439#

STAGE #3 RIH SET 8K CBP @7315'PERF @
7246'-52' 3 SPF 7255'-60' 3 SPF 7282'-85' 3 SPF
BRK PERF @ 3598# INJ RT 41 BPM INJ PSI4100#
FG .80 FRAC W116940# 30/50 SAND + 4860# 20/40
RESIN COATED SAND + 628 BBL SLICKWATER
MP 4405# MR 42.7 BPM AP 4148# AR 41.2 BPM
IStP 2787# FG .83 NPI 167#

STAGE #4 RIH SET SK CSP @7148 PERF @
6990'-93' 3 SPF 7033'-36' 3 SPR 7103'-06' 3 SPF
7114'-18' 4 SPF BRK PERF 4695# INJRT 50 BPM
INJ PSl4800#FG.80 FRACWl27904#30/50
SAND + 5576#20/40 RESIN COATED SAND + 1456
BBL SLICKWATER MP 4898# MR 51.6 BPM AP
4682#AR51.4BPMISIP2840#FG.84NPl311#
DUMP BAILACID ACROSS PERF @7114'-6990'
SDFN

2/12/2009 7:00 - 7:30 0.50 COMP 48 P SAFETY MEETING

2/20/2009 12:36:35PM



ROCKIES

Operation Summary Report

Well: NBU 1022-10A2T Spud Conductor: 7/17/2008 Spud Date: 8/5/2008

Project: UTAH Site: UINTAH Rig Name No: MILES-GRAY 1/1

Event: RECOMPLETlON Start Date: 2/9/2009 End Date: 2/13/2009
Active Datum: RKB @5,084.00ft(above Mean Sea UWI: NBU 1022-10A2T
Level)

Date Time Duration Phase Code Subco P/U MD From Operation
Start-End (hr) de2 (ft)

7:30 - 18:00 10.50 COMP 36 P STAGE #5 RlH SET 8K CBP @6940' PERF @
6806'-09' 3 SPF 6871'-78' 3 SPF 6906'-10' 3 SPF
BRK PERF @2978# INJ RT 50 BP INJ PSI4000#
INJ PSI 4000# ISIP 2143# FG .75 FRAC Wl25698#
30/50 SAND + 4537#20/40 RESIN COATED SAND
MP 4055# MR 51.9 BPM AP 3866# AR 48.8 BPM
ISIP 2629# FG .83 NPI 486#

STAGE #6 RlH SET 8K CBP @6745'PERF @
6,§60'-66'3 SPF 6691'-96' 3 SPF 6712'-15' 3 SPF
FRAC W/ 40437# 30/50 SAND + 7853# 20/40 RESIN
COATER SAND + 1267 BBL SLAIKWATER MP
3705# MR 54.4 BPM AP 3596# AR 53.8 BP ISlP
2342# FG .79 NPI 526#
RIH SET 8K CBP @6610' RIG DOWN CUTTERS &
BJ
RlH Wl2,3/8 TAG CBP 6610' RIG UP DRILG EQUIP
SDFN

2/13/2009 7:00 - 7:30 0.50 COMP 48 P SAFETY MEETING
7:30 - 18:00 10.50 COMP 31 P BRK CIRC DRILL OUT CBP @6610'7003KlCK

RIH TAG @6715' 30' SAND ON CBP DRILLOUT
SAND & CBP 6745' 200# KlCK

RIH TAG @6910' 30' SAND ON CBP DRILLOUT
SAND & CBP 6940' 200# KICK

RIH TAG @7118' 30' SAND ON CBP DRILLOUT
SAND & CBP 7148' 100# KlCK

RIH TAG @7285' 30 ' SAND ON CBP DRILLOUT
SAND & CBP 7315' 300# KICK

RIH TAG @7410' 30' SAND ON CBP DRILLOUT
SAND & CBP @7440' 100# KlCK

RIH TAG @7840' 45' SAND ON CBP DRILLOUT
SAND & CBP @7884' NO KlCK

RIH TAG @8454' 80' FILL C/O TO PB 8534' CIRC
CLEAN PULL & LAY DOWN 25 JTS LANDON
WELL HEAD W/ 257 JTS 2,3/8 J-55 TBG EOT 809T
NIPPLE DOWN BOP NIPPLE UP TREE PUMP OFF
BIT TRUN WELL TO FLOW BACK CREW RIG
DOWN

2/14/2009 7:00 - 33 A 7 AM FLBK REPORT: CP 1800#, TP 1350#, 20/64"
CK, 30 BWPH, TRACE SAND, HEAVY GAS
TTL BBLS RECOVERED: 2113
BBLS LEFT TO RECOVER: 6205

10:30 - PROD
WELL TURNED TO SALES @ 1030 HR ON
2/14/2008 - FTP 1500#, CP 1800#, CK 20/64", 1900
MCFD, 720 BWPD

2/15/2009 7:00 - 33 A 7 AM FLBK REPORT: CP 1750#, TP 1400#, 20/64"
CK,20 BWPH, TRACE SAND,- GAS
TTL BBLS RECOVERED: 2683
BBLS LEFT TO RECOVER: 5635

2/16/2009 7:00 - 33 A 7 AM FLBK REPORT: CP 1750#, TP 1350#, 20/64"
CK, 15 BWPH, TRACE SAND,- GAS
TTL BBLS RECOVERED: 3068
BBLS LEFT TO RECOVER: 5250

2/20/2009 12:36:35PM



ROCKlES

Operation Summary Report

Well: NBU 1022-10A2T Spud Conductor: 7/17/2008 Spud Date: 8/5/2008

Project: UTAH Site: UlNTAH Rig Name No: MILES-GRAY 1/1

Event: RECOMPLETlON Start Date: 2/9/2009 End Date: 2/13/2009
Active Datum: RKB @5,084.00ft(above Mean Sea UWl: NBU 1022-10A2T
Level)

Date Tirne Duration Phase Code Subco P/U MD From Operation
Start-End (hr) | de2 (ft)

2/17/2009 7:00 - 33 A 7 AM FLBK REPORT: CP 1750#, TP 1500#, 18/64"
CK, 10 BWPH, TRACE SAND, - GAS
TTL BBLS RECOVERED: 3343
BBLS LEFT TO RECOVER: 4975

2/20/2009 12:36:35PM



O STATE OF UTAH AMENDED REPORT O FORM 8
DEPARTMENT OF NATURALRESOURCES (highlight changes)

DIVISIONOF OlL, GAS AND MINING 5. LEASEDESIGNATIONANDSERIALNUMBER:

ST UO-01197A

WELL COMPLETION OR RECOMPLETION REPORT AND LOG
6. IFINDIAN,ALLOTTEEORTRIBENAME

1a. TYPE OF WELL: O ELLL ESLL DRY OTHER 7. UNITor CA AG9REEMOENT9NOOME

b. TYPE OF WORK: 8. WELL NAMEand NUMBER:
NEEWL HORZ. EP-

TRY
DR

SŸR. OTHER RECOMPLETlON NBU 1022-10A2T
2. NAME OF OPERATOR: 9. AP1NUMBER:

KERR McGEE OIL & GAS ONSHORE LP 4304739997
3. ADDRESS OF OPERATOR: PHONE NUMBER: 10 FIELDAND POOL, OR WILDCAT

1368 S 1200 E enY VERNAL STATE UT zw84078 (435) 781-7024 NATURAL BUTTES
4. LOCATIONOF WELL (FOOTAGES) 11. QTR/QTR, SECTION, TOWNSHIP, RANGE,

MERIDIAN
AT SURFACE: 201'FNL, 777'FEL NIENIE 10 10S 22E
AT TOP PRODUCING INTERVAL REPORTED BELOW:

12. COUNTY 13. STATE
AT TOTAL DEPTH: UINTAH UTAH

14. DATE SPUDDED: 15. DATET.D. REACHED: 16. DATE COMPLETED: 17. ELEVATIONS(DF, RKB, RT, GL):

7/17/2008 8/21/2008 2/14/2009 ABANDONED READY TO PRODUCE O 5064'GL
18. TOTAL DEPTH: MD 8,610 19. PLUG BACKT.D.: MD 8,454 20. IF MULTIPLECOMPLETIONS, HOW MANY?* 21. DEPTH BRIDGE MD

PLUG SET:
TVD TVD TVD

22. TYPE ELECTRIC AND OTHER MECHANICAL LOGS RUN (Submit copy of each) 23.

N/A
WAS WELL CORED? NO YES (Submit analysis)

WAS DST RUN? NO ¥ES (Submit report)

DIRECTIONAL SURVEY? NO YES (Submit copy)

24. CASING AND LINER RECORD (Report all strings set in well)

HOLE SIZE SIZE/GRADE WEIGHT (#lft.) TOP (MD) BOTTOM(MD) STAGE CEMHENTER CNEMENFSAYCKES VOLSWM
BBL) CEMENT TOP ** AMOUNTPULLED

20" 14" STL 36.7# 40 28

12 1/4" 9 5/8 J-55 36# 2,145 675

7 7/8" 4 1/2 1-80 11.6# 8,610 tees

25. TUBING RECORD

S1ZE DEPTH SET (MD) PACKER SET (MD) SIZE DEPTH SET (MD) PACKER SET (MD) SIZE DEPTH SET (MD) PACKER SET (MD)

2 3/8" 8,097
26. PRODUCING INTERVALS 27. PERFORATION RECÓRD

FORMATIONNAME TOP (MD) BOTTOM(MD) TOP (TVD) BOTTOM (TVD) INTERVAL(Top/Bot - MD) SIZE NO. HOLES PERFORATION STATUS

(A) MESAVERDE 6,660 7,854 6,660 7,854 0.36 253 open Squeezed

(B) Open Squeezed

(C) Open Sqwd

(D) Open Squeezed

28. ACID, FRACTURE, TREATMENT, CEMENT SQUEEZE, ETC.

DEPTH INTERVAL AMOUNT AND TYPE OF MATERIAL

6660'-7854' PMP 7293 BBLS SLlCK H2O &236,926# 30/50 SD

29.ENCLOSEDATTACHMENTS: 30.WELLSTATUS:

ELECTRICAL/MECHANICALLOGS GEOLOGIC REPORT DST REPORT DIRECTIONAL SURVEY

SUNDRY NOTICE FOR PLUGGING AND CEMENT VERIFlCATION CORE ANALYSIS OTHER:

RECEIVED
(5/2000) (CONTINUED ON BACK)

DIV.0FOIL,GAS&



31. INITIAL PRODUCTION INTERVALA (As shown in item #26)

DATE FlRST PRODUCED: TEST DATE: HOURS TESTED: TEST PRODUCTION OIL- BBL: GAS - MCF: WATER- BBL: PROD. METHOD:

2/14/2009 2/17/2009 24' RATES: -> 0 2,221 240 FLOWING
CHOKE SlZE: TBG. PRESS. CSG. PRESS. API GRAVITY BTU - GAS GAS/OIL RATIO 24 HR PRODUCTION OIL - BBL: GAS - MCF: WATER- BBL: INTERVAL STATUS:

18/64 1,500 1,750 RATES: -+ 0 2,221 240 PROD
INTERVALB (As shown in item #26)

DATE FIRST PRODUCED: TEST DATE: HOURS TESTED: TEST PRODUCTION OIL - BBL: GAS - MCF: WATER- BBL: PROD. METHOD:

RATES: ->

CHOKE SIZE: TBG. PRESS. CSG. PRESS. AP1GRAVITY BTU - GAS GASIOIL RATIO 24 HR PRODUCTION OIL - BBL: GAS - MCF: WATER- BBL: INTERVALSTATUS:
RATES: -+

INTERVAL C (As shown in item #26)

DATE FIRST PRODUCED: TEST DATE: HOURS TESTED: TEST PRODUCTION OlL - BBL: GAS- MCF: WATER - BBL: PROD. METHOD:
RATES: -+

CHOKE SIZE: TBG. PRESS. CSG. PRESS. API GRAV1TY BTU - GAS GASIOiL RATIO 24 HR PRODUCTION OIL- BBL: GAS - MCF: WATER- BBL: INTERVAL STATUS:
RATES: -+

INTERVAL D (As shown in item #26)

DATE FlRST PRODUCED: TEST DATE: HOURS TESTED: TEST PRODUCTION OIL - BBL: GAS - MCF: WATER- BBL: PROD. METHOD:
RATES: ->

CHOKE SIZE: TBG. PRESS. CSG. PRESS. PI GRAVITY BTU - GAS GAS/OlL RATIO 24 HR PRODUCTION OIL- BBL: GAS - MCF: WATER - BBL: INTERVALSTATUS:
RATES: ->

32. DISPOSITION OF GAS (Sold, Used for Fuel, Vented, Etc.)

SOLD
33. SUMMARYOF POROUS ZONES (include Aquifers): 34. FORMATION (Log) MARKERS:

Show all important zones of porosity and contents thereof: Cored intervals and all drill-stem tests, including depth interval
tested, cushion used, time tool open, flowing and shut-in pressures and recoveries.

Formation Descriptions, Contents, etc. Name
(Measu

edpDepth)

GREEN RIVER 1,042
BIRDS NEST 1,323
MAHOGANY 1,842
WASATCH 4,139 6,449
MESAVERDE 6,449 8,560

35. ADDITIONALREMARKS (Include plugging procedure)

36. I hereby certify that the foregoing and attached information is complete and correct as determined from all available records.

EP EESE H A TD, c REGUOLATORY ANALYST

This report must be submitted within 30 days of
• completing or plugging a new well e reentering a previously plugged and abandoned well
• drilling horizontal laterals from an e×isting well bore • significantly deepening an existing well bore below the previous bottom-hole depth
• recompleting to a different producing formation e drillinghydrocarbon exploratory holes, such as core samples and stratigraphic tests

* ITEM 20: Show the number of completions if production is measured separately from two or more formations.

** ITEM 24: Cement Top -Show how reported top(s) of cement were determined (circulated (CIR),calculated (CAL),cement bond log (CBL),temperature survey (TS)).

Send to: Utah Division of Oil, Gas and Mining Phone: 801-538-5340
1594 West North Temple, Suite 1210
Box 145801 Fax: 801-359-3940
Salt Lake City, Utah 84114-5801



RECEIVED: Feb. 28, 2013

                           FEDERAL APPROVAL OF THIS ACTION IS NECESSARY

STATE OF UTAH
DEPARTMENT OF NATURAL RESOURCES

DIVISION OF OIL, GAS, AND MINING 

FORM 9
 

5.LEASE DESIGNATION AND SERIAL NUMBER:
 UTU-01197A 

SUNDRY NOTICES AND REPORTS ON WELLS

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION
FOR PERMIT TO DRILL form for such proposals.

6. IF INDIAN, ALLOTTEE OR TRIBE NAME:
  

7.UNIT or CA AGREEMENT NAME:
 NATURAL BUTTES 

1. TYPE OF WELL
  Gas Well 

8. WELL NAME and NUMBER:
 NBU 1022-10A2T 

2. NAME OF OPERATOR:
 KERR-MCGEE OIL & GAS ONSHORE, L.P.

9. API NUMBER:
 43047399970000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 
 P.O. Box 173779 1099 18th Street, Suite 600, Denver, CO, 80217 3779 720 929-6515  Ext 

9. FIELD and POOL or WILDCAT:
 NATURAL BUTTES 

4. LOCATION OF WELL
  FOOTAGES AT SURFACE:
     0201 FNL 0777 FEL 
  QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN:
     Qtr/Qtr: NENE Section: 10 Township: 10.0S Range: 22.0E Meridian: S

COUNTY:
 UINTAH 

STATE:
 UTAH

11.

CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

 

    NOTICE OF INTENT
Approximate date work will start:

2 /28 /2013

    SUBSEQUENT REPORT
Date of Work Completion:

 

    SPUD REPORT
Date of Spud:

 

    DRILLING REPORT
Report Date:

 

     ACIDIZE       ALTER CASING       CASING REPAIR  

     CHANGE TO PREVIOUS PLANS       CHANGE TUBING       CHANGE WELL NAME  

     CHANGE WELL STATUS       COMMINGLE PRODUCING FORMATIONS       CONVERT WELL TYPE   

     DEEPEN       FRACTURE TREAT       NEW CONSTRUCTION  

     OPERATOR CHANGE       PLUG AND ABANDON       PLUG BACK  

     PRODUCTION START OR RESUME       RECLAMATION OF WELL SITE       RECOMPLETE DIFFERENT FORMATION  

     REPERFORATE CURRENT FORMATION       SIDETRACK TO REPAIR WELL       TEMPORARY ABANDON  

     TUBING REPAIR       VENT OR FLARE        WATER DISPOSAL  

     WATER SHUTOFF       SI TA STATUS EXTENSION       APD EXTENSION  

     WILDCAT WELL DETERMINATION       OTHER  OTHER: 

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

 The operator requests authorization to temporarily abandon the subject
well location. The operator proposes to temporarily abandon the well to
drill the NBU 1022-10A Pad; which consists of the following wells: NBU

1022-10A1BS, NBU 1022-10A4CS. Please see attached procedure.
Thanks you 

NAME (PLEASE PRINT) PHONE NUMBER 
 Lindsey Frazier 720 929-6857

TITLE
 Regulatory Analyst II

SIGNATURE
 N/A

DATE
 2 /28 /2013

March 05, 2013

Sundry Number: 35105 API Well Number: 43047399970000Sundry Number: 35105 API Well Number: 43047399970000
FEDERAL APPROVAL OF THIS ACTION IS NECESSARY

FORM 9
STATE OF UTAH

DEPARTMENTOF NATURALRESOURCES
5.LEASE DESIGNATION AND SERIAL NUMBER:DIVISION OF OIL, GAS, AND MINING UTU-01197A

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION 7.UNITor CA AGREEMENT NAME:

FOR PERMIT TO DRILL form for such proposals. NATURALBUTTES

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Gas Well NBU 1022-10A2T

2. NAME OF OPERATOR: 9. API NUMBER:
KERR-MCGEE OIL & GAS ONSHORE, L.P. 43047399970000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
P.O. Box 173779 1099 18th Street, Suite 600, Denver, CO, 80217 3779 720 929-6 5NIATIERALBUTTES

4. LOCATION OF WELL COUNTY:
FOOTAGESATSURFACE: UINTAH

0201 FNL 0777 FEL
QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

QtrlQtr: NENE Section: 10 Township: 10.0S Range: 22.0E Meridian: S UTAH

CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACI DIZE ALTER CASING CASING REPAIR
NOTICE OF INTENT

Approximate date work will start: CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME

2/28/2013
CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENT REPORT DEEPEN FRACTURE TREAT NEW CONSTRUCTION
Date of Work Completion:

OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION
SPUD REPORT

Date of Spud: REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION
Report Date:

WILDCATWELLDETERMINATION OTHER OTHER:

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

The operator requests authorization to temporarily abandon the subject Accepted by the
well location. The operator proposes to temporarily abandon the well to utah Division of

drill the NBU 1022-10A Pad; which consists of the following wells: NBU oil, Gas and Mining

1022-10A1BS, NBU 1022-10A4CS. Please see attached procedure. Date: March 05, 2013
Thanks you

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Lindsey Frazier 720 929-6857 Regulatory Analyst Il

SIGNATURE DATE
N/A 2/28/2013

RECEIVED: Feb. 28,



RECEIVED: Feb. 28, 2013

 
Well Name:       NBU 1022-10A2T      2/27/13  

Surface Location: NENE Sec. 10, T10S, R22E  

Uintah County, UT 

 

 

Recommended action for disposition of well bore:  

This well will be temporarily abandoned to accommodate drilling operations in one of 2 ways.  We will 

either plug the wellbore as outlined in the attached procedure or Shut-In in the following manner:  a) Set a tubing 

plug near EOT, install a flange over the tbg hanger, removal of master valve, set VR plugs in casing head at 

surface, and removal of casing wing valves, replaced with blind flanges. 

 

 

API:   4304739997  LEASE#:   ST-UO-01197A 

 

ELEVATIONS:  5064’ GL  5078’ KB 

 

TOTAL DEPTH:  8610’   PBTD:   8454’ 

 

CONDUCTOR:   14”, 36.7 STL @ 55’ (KB) 

 

SURFACE CASING:  9 5/8”, 36# J-55 @ 2145’   

 

PRODUCTION CASING:  4 1/2”, 11.6# I-80 @ 8610’ 

    TOC @ ~88’ per CBL 

         

PRODUCTION TUBING: 2 3/8” J-55, EOT @ 8097’ (REC rpt dated 2/13/09) 

 

PERFORATIONS:   MESAVERDE 6660’ – 8502’ 

     

     

Gal./ft. Bbl./ft.

2.375” 4.7# J-55 tbg. 1.901 8100 7700 0.1624 0.00387

4.5” 11.6# I-80 3.875 6350 7780 0.6528 0.0155

9.625” 36# J-55 8.765 2020 3520 3.247 0.0773

Annular Capacities

0.4227 0.0565

2.227 0.2977

1.704 0.2278

2.3428 0.3132

3.4852 0.4659

8.3232 1.112614” csg X 20” borehole 0.1982

0.434

4.5” csg X 7.875 borehole 0.0406

2.375” tbg. X 4 ½” 11.6# csg

Capacities

Cuft/ft.

0.02171

0.0872

Tubular/Borehole Drift 

inches

Collapse 

psi

Burst psi

4.5” csg X 9 5/8” 36# csg

9 .625” csg X 14” csg 

0.01

0.053

0.083

9.625” csg X 12 1/4” borehole 0.0558

  
       

 

  

   

GEOLOGICAL TOPS:  

4139’ Wasatch 

6449’ Mesaverde  

    

 

 

  

 

 

Sundry Number: 35105 API Well Number: 43047399970000Sundry Number: 35105 API Well Number: 43047399970000

Well Name: NBU 1022-10A2T 2/27/13
Surface Location: NENE Sec. 10, T10S, R22E

Uintah County, UT

Recommended action for disposition of well bore:
This well will be temporarily abandoned to accommodate drilling operations in one of 2 ways. We will

either plug the wellbore as outlined in the attached procedure or Shut-In in the following manner: a) Set a tubing
plug near EOT, install a flange over the tbg hanger, removal of master valve, set VR plugs in casing head at
surface, and removal of casing wing valves, replaced with blind flanges.

API: 4304739997 LEASE#: ST-UO-01197A

ELEVATIONS: 5064' GL 5078' KB

TOTALDEPTH: 8610' PBTD: 8454'

CONDUCTOR: 14", 36.7 STL @ 55' (KB)

SURFACE CASING: 9 5/8", 36# J-55 @ 2145'

PRODUCTIONCASING: 4 1/2", 11.6# I-80 @ 8610'
TOC @ ~88' per CBL

PRODUCTIONTUBING: 2 3/8" J-55, EOT@ 809T (REC rpt dated 2/13/09)

PERFORATIONS: MESAVERDE 6660' - 8502'

Tubular/Borehole Drift Collapse Burst psi Capacities
inches psi Gal.Ift. Cuft/ft. Bbl.Ift.

2.375" 4.7# J-55 tbg. 1.901 8100 7700 0.1624 0.02171 0.00387

4.5" 11.6# I-80 3.875 6350 7780 0.6528 0.0872 0.0155

9.625" 36# J-55 8.765 2020 3520 3.247 0.434 0.0773
Annular capacities
2.375" tbg. X 4 ½" 11.6# csg 0.4227 0.0565 0.01

4.5" csg X 9 5/8" 36# csg 2.227 0.2977 0.053

4.5" csg X 7.875 borehole 1.704 0.2278 0.0406

9.625" csg X 12 1/4" borehole 2.3428 0.3132 0.0558

9 .625" csg X 14" csg 3.4852 0.4659 0.083

14" csg X 20" borehole 8.3232 1.1126 0.1982

GEOLOGICALTOPS:
4139' Wasatch
6449' Mesaverde

RECEIVED: Feb. 28,



RECEIVED: Feb. 28, 2013

NBU 1022-10A2T TEMPORARY ABANDONMENT PROCEDURE  

 

GENERAL 

 H2S MAY BE PRESENT.  CHECK FOR H2S AND TAKE APPROPRIATE PRECAUTIONS. 

 CEMENT QUANTITIES BELOW ASSUME NEAT CLASS G, YIELD 1.145 CUFT./SX.  IF A DIFFERENT 

PRODUCT IS USED, WELLSITE PERSONNEL ARE RESONSIBLE FOR CORRECTING QUANTITIES TO YIELD 

THE STATED SLURRY VOLUME.  WHEN SQUEEZING, INCLUDE 10% EXCESS PER 1000’ OF DEPTH. 

 TREATED FRESH WATER WILL BE PLACED BETWEEN ALL PLUGS INSTEAD OF BRINE. 

 ALL DISPLACEMENT FLUID SHALL CONTAIN CORROSION INHIBITOR AND BIOCIDE.  PREMIX 5 GALLONS 

PER 100 BBLS FLUID. 

 NOTIFY BLM/UDOGM 24 HOURS BEFORE MOVING ON LOCATION. 

 

 

PROCEDURE 

Note:  An estimated 24 sx of cement needed to perform procedure.  

 

 

1. MIRU.  KILL WELL AS NEEDED.  ND WH, NU AND TEST BOPE. 

 

2. RU WIRELINE.  ENSURE WELLBORE IS CLEAN.  A GPS READING WILL NEED TO BE TAKEN AT THE WELL 

SITE AND RECORDED IN OPENWELLS. PLEASE TAKE IT TO THE 6TH DECIMAL PLACE.  

 

3. RUN GYRO SURVEY. 

 

4. PLUG #1, ISOLATE MV PERFORATIONS (6660’ – 8502’):  RIH W/ 4 ½” CBP.  SET @ ~6610’.  RELEASE 

CBP, PUH 10’, BRK CIRC W/ FRESH WATER.  PRESSURE TEST CASING TO 500 PSI.  INFORM 

ENGINEERING IF IT DOESN’T TEST.  DISPLACE A MINIMUM OF 8 SX/ 1.5 BBL/ 8.7 CUFT. ON TOP OF 

PLUG.  PUH ABOVE TOC (~6510’).  REVERSE CIRCULATE W/ TREATED FRESH WATER. 

 

5. PLUG #2, PROTECT TOP OF WASATCH (4139’):  PUH TO ~4240’.  BRK CIRC W/ FRESH WATER.  

DISPLACE A MINIMUM OF 16 SX / 3.3 BBL / 18.3 CUFT AND BALANCE PLUG W/ TOC @ ~4030’ (210’ 

COVERAGE).  PUH ABOVE TOC.  REVERSE CIRCULATE W/ TREATED FRESH WATER. 

 

6. LOWER WELLHEAD TO GROUND LEVEL TO ACCOMMODATE DRILLING OPS AND INSTALL MARKER PER 

UDOGM GUIDELINES. 

 

7. RDMO.  TURN OVER TO DRILLING OPERATIONS. 

 

 

ALM 2/27/13  

Sundry Number: 35105 API Well Number: 43047399970000Sundry Number: 35105 API Well Number: 43047399970000

NBU1022-10A2T TEMPORARYABANDONMENTPROCEDURE

GENERAL
• H2S MAYBE PRESENT. CHECK FOR H2S AND TAKEAPPROPRIATE PRECAUTIONS.
• CEMENT QUANTITIES BELOW ASSUME NEAT CLASS G, YlELD 1.145 CUFT./SX. IF A DIFFERENT

PRODUCT IS USED, WELLSITE PERSONNEL ARE RESONSIBLE FOR CORRECTING QUANTITIESTO YIELD
THE STATEDSLURRYVOLUME. WHEN SQUEEZING, INCLUDE10% EXCESS PER 1000' OF DEPTH.

• TREATEDFRESH WATERWILLBE PLACEDBETWEENALLPLUGS INSTEADOF BRINE.
• ALL DISPLACEMENT FLUIDSHALL CONTAINCORROSION INHIBITORAND BIOCIDE. PREMIX 5 GALLONS

PER 100 BBLS FLUID.
• NOTIFYBLM/UDOGM 24 HOURS BEFORE MOVINGON LOCATION.

PROCEDURE
Note: An estimated 24 sx of cement needed to perform procedure.

1. MIRU. KILLWELLAS NEEDED. ND WH, NU AND TEST BOPE.

2. RU WIRELINE. ENSURE WELLBORE IS CLEAN. A GPS READINGWILL NEED TO BE TAKEN AT THE WELL
SITE AND RECORDED IN OPENWELLS.PLEASETAKE ITTOTHE 6TH DECIMALPLACE.

3. RUN GYROSURVEY.

4. PLUG#1, ISOLATEMV PERFORATIONS(6660' - 8502'): RIH W/ 4 ½" CBP. SET @ ~6610'. RELEASE
CBP, PUH 10', BRK CIRC W/ FRESH WATER. PRESSURE TEST CASING TO 500 PSI. INFORM
ENGINEERING IF IT DOESN'T TEST. DISPLACE A MINIMUM OF 8 SX/ 1.5 BBL/ 8.7 CUFT. ON TOP OF
PLUG. PUH ABOVETOC (~6510'). REVERSE CIRCULATEW/ TREATEDFRESH WATER.

5. PLUG #2, PROTECT TOP OF WASATCH (4139'): PUH TO ~4240'. BRK CIRC W/ FRESH WATER.
DISPLACE A MINIMUM OF 16 SX / 3.3 BBL / 18.3 CUFT AND BALANCEPLUG W/ TOC @ ~4030' (210'
COVERAGE). PUH ABOVETOC. REVERSE CIRCULATEW/ TREATEDFRESH WATER.

6. LOWER WELLHEADTO GROUND LEVELTO ACCOMMODATEDRILLING OPS AND INSTALLMARKER PER
UDOGM GUIDELINES.

7. RDMO. TURN OVERTO DRILLINGOPERATIONS.

ALM 2/27/13

RECEIVED: Feb. 28,



RECEIVED: Jul. 12, 2013

 

STATE OF UTAH
DEPARTMENT OF NATURAL RESOURCES

DIVISION OF OIL, GAS, AND MINING 

FORM 9
 

5.LEASE DESIGNATION AND SERIAL NUMBER:
 ST UO 01197-A 

SUNDRY NOTICES AND REPORTS ON WELLS

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION
FOR PERMIT TO DRILL form for such proposals.

6. IF INDIAN, ALLOTTEE OR TRIBE NAME:
  

7.UNIT or CA AGREEMENT NAME:
 NATURAL BUTTES 

1. TYPE OF WELL
  Gas Well 

8. WELL NAME and NUMBER:
 NBU 1022-10A2T 

2. NAME OF OPERATOR:
 KERR-MCGEE OIL & GAS ONSHORE, L.P.

9. API NUMBER:
 43047399970000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 
 P.O. Box 173779 1099 18th Street, Suite 600, Denver, CO, 80217 3779 720 929-6515  Ext 

9. FIELD and POOL or WILDCAT:
 NATURAL BUTTES 

4. LOCATION OF WELL
  FOOTAGES AT SURFACE:
     0201 FNL 0777 FEL 
  QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN:
     Qtr/Qtr: NENE Section: 10 Township: 10.0S Range: 22.0E Meridian: S

COUNTY:
 UINTAH 

STATE:
 UTAH

11.

CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

 

    NOTICE OF INTENT
Approximate date work will start:

7 /12 /2013

    SUBSEQUENT REPORT
Date of Work Completion:

 

    SPUD REPORT
Date of Spud:

 

    DRILLING REPORT
Report Date:

 

     ACIDIZE       ALTER CASING       CASING REPAIR  

     CHANGE TO PREVIOUS PLANS       CHANGE TUBING       CHANGE WELL NAME  

     CHANGE WELL STATUS       COMMINGLE PRODUCING FORMATIONS       CONVERT WELL TYPE   

     DEEPEN       FRACTURE TREAT       NEW CONSTRUCTION  

     OPERATOR CHANGE       PLUG AND ABANDON       PLUG BACK  

     PRODUCTION START OR RESUME       RECLAMATION OF WELL SITE       RECOMPLETE DIFFERENT FORMATION  

     REPERFORATE CURRENT FORMATION       SIDETRACK TO REPAIR WELL       TEMPORARY ABANDON  

     TUBING REPAIR       VENT OR FLARE        WATER DISPOSAL  

     WATER SHUTOFF       SI TA STATUS EXTENSION       APD EXTENSION  

     WILDCAT WELL DETERMINATION       OTHER  OTHER:  Correct lease #

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

 On 5/14/2008 Kerr-McGee submitted a sundry to correct the lease
information. Please update your records to reflect this information. The
lease was change from Federal Lease # UTU-01197A to State Lease # ST

UO 01197-A. Please contact the undersigned with any questions.
Thank you.

NAME (PLEASE PRINT) PHONE NUMBER 
 Teena Paulo 720 929-6236

TITLE
 Staff Regulatory Specialist

SIGNATURE
 N/A

DATE
 7 /12 /2013

July 12, 2013

Sundry Number: 39975 API Well Number: 43047399970000Sundry Number: 39975 API Well Number: 43047399970000

FORM 9
STATE OF UTAH

DEPARTMENTOF NATURALRESOURCES
5.LEASE DESIGNATION AND SERIAL NUMBER:DIVISION OF OIL, GAS, AND MINING ST UO 01197-A

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION 7.UNITor CA AGREEMENT NAME:

FOR PERMIT TO DRILL form for such proposals. NATURALBUTTES

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Gas Well NBU 1022-10A2T

2. NAME OF OPERATOR: 9. API NUMBER:
KERR-MCGEE OIL & GAS ONSHORE, L.P. 43047399970000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
P.O. Box 173779 1099 18th Street, Suite 600, Denver, CO, 80217 3779 720 929-6 5NIATIERALBUTTES

4. LOCATION OF WELL COUNTY:
FOOTAGESATSURFACE: UINTAH

0201 FNL 0777 FEL
QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

QtrlQtr: NENE Section: 10 Township: 10.0S Range: 22.0E Meridian: S UTAH

CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACI DIZE ALTER CASING CASING REPAIR
NOTICE OF INTENT

Approximate date work will start: CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME

7/12/2013
CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENT REPORT DEEPEN FRACTURE TREAT NEW CONSTRUCTION
Date of Work Completion:

OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION
SPUD REPORT

Date of Spud: REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION
Report Date:

WILDCAT WELL DETERMINATION OTHER OTHER: Correct lease #

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

On 5/14/2008 Kerr-McGee submitted a sundry to correct the lease Accepted by the
information. Please update your records to reflect this information. The Utah Division of

lease was change from Federal Lease # UTU-01197A to State Lease # ST Oil, Gas and Mining

UO 01197-A. Please contact the undersigned with any questions. FOR RECORD ONLY
Thank you. July 12, 2013

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Teena Paulo 720 929-6236 Staff Regulatory Specialist

SIGNATURE DATE
N/A 7/12/2013

RECEIVED: Jul. 12,



RECEIVED: Jul. 19, 2013

 

STATE OF UTAH
DEPARTMENT OF NATURAL RESOURCES

DIVISION OF OIL, GAS, AND MINING 

FORM 9
 

5.LEASE DESIGNATION AND SERIAL NUMBER:
 ST UO 01197-A 

SUNDRY NOTICES AND REPORTS ON WELLS

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION
FOR PERMIT TO DRILL form for such proposals.

6. IF INDIAN, ALLOTTEE OR TRIBE NAME:
  

7.UNIT or CA AGREEMENT NAME:
 NATURAL BUTTES 

1. TYPE OF WELL
  Gas Well 

8. WELL NAME and NUMBER:
 NBU 1022-10A2T 

2. NAME OF OPERATOR:
 KERR-MCGEE OIL & GAS ONSHORE, L.P.

9. API NUMBER:
 43047399970000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 
 P.O. Box 173779 1099 18th Street, Suite 600, Denver, CO, 80217 3779 720 929-6515  Ext 

9. FIELD and POOL or WILDCAT:
 NATURAL BUTTES 

4. LOCATION OF WELL
  FOOTAGES AT SURFACE:
     0201 FNL 0777 FEL 
  QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN:
     Qtr/Qtr: NENE Section: 10 Township: 10.0S Range: 22.0E Meridian: S

COUNTY:
 UINTAH 

STATE:
 UTAH

11.

CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

 

    NOTICE OF INTENT
Approximate date work will start:

    SUBSEQUENT REPORT
Date of Work Completion:

6 /3 /2013

    SPUD REPORT
Date of Spud:

 

    DRILLING REPORT
Report Date:

 

     ACIDIZE       ALTER CASING       CASING REPAIR  

     CHANGE TO PREVIOUS PLANS       CHANGE TUBING       CHANGE WELL NAME  

     CHANGE WELL STATUS       COMMINGLE PRODUCING FORMATIONS       CONVERT WELL TYPE   

     DEEPEN       FRACTURE TREAT       NEW CONSTRUCTION  

     OPERATOR CHANGE       PLUG AND ABANDON       PLUG BACK  

     PRODUCTION START OR RESUME       RECLAMATION OF WELL SITE       RECOMPLETE DIFFERENT FORMATION  

     REPERFORATE CURRENT FORMATION       SIDETRACK TO REPAIR WELL       TEMPORARY ABANDON  

     TUBING REPAIR       VENT OR FLARE        WATER DISPOSAL  

     WATER SHUTOFF       SI TA STATUS EXTENSION       APD EXTENSION  

     WILDCAT WELL DETERMINATION       OTHER  OTHER: 

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

 The operator has concluded the temporary abandonment operations on
the subject well location on 06/03/2013. This well was plugged in

order to expand and drill the NBU 1022-10A Pad wells. Please see the
attached chronological well history for details. Thank you.

NAME (PLEASE PRINT) PHONE NUMBER 
 Teena Paulo 720 929-6236

TITLE
 Staff Regulatory Specialist

SIGNATURE
 N/A

DATE
 7 /19 /2013

July 22, 2013

Sundry Number: 40227 API Well Number: 43047399970000Sundry Number: 40227 API Well Number: 43047399970000

FORM 9
STATE OF UTAH

DEPARTMENTOF NATURALRESOURCES
5.LEASE DESIGNATION AND SERIAL NUMBER:DIVISION OF OIL, GAS, AND MINING ST UO 01197-A

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION 7.UNITor CA AGREEMENT NAME:

FOR PERMIT TO DRILL form for such proposals. NATURALBUTTES

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Gas Well NBU 1022-10A2T

2. NAME OF OPERATOR: 9. API NUMBER:
KERR-MCGEE OIL & GAS ONSHORE, L.P. 43047399970000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
P.O. Box 173779 1099 18th Street, Suite 600, Denver, CO, 80217 3779 720 929-6 5NIATIERALBUTTES

4. LOCATION OF WELL COUNTY:
FOOTAGESATSURFACE: UINTAH

0201 FNL 0777 FEL
QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

QtrlQtr: NENE Section: 10 Township: 10.0S Range: 22.0E Meridian: S UTAH

CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACI DIZE ALTER CASING CASING REPAIR

NOTICE OF INTENT CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME
Approximate date work will start:

CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENT REPORT
Date of Work Completion: DEEPEN FRACTURE TREAT NEW CONSTRUCTION

6/3/20 13
OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

SPUD REPORT PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION
Date of Spud:

REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT
Report Date: WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION

WILDCATWELLDETERMINATION OTHER OTHER:

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

The operator has concluded the temporary abandonment operations on Accepted by the
the subject well location on 06/03/2013. This well was plugged in Utah Division of

order to expand and drill the NBU 1022-10A Pad wells. Please see the Oil, Gas and Mining

attached chronological well history for details. Thank you. FOR RECORD ONLY
July 22, 2013

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Teena Paulo 720 929-6236 Staff Regulatory Specialist

SIGNATURE DATE
N/A 7/19/2013

RECEIVED: Jul. 19,



RECEIVED: Jul. 19, 2013

US ROCKIES REGION

Operation Summary Report

Well: NBU 1022-10A2T Spud Conductor: 7/17/2008 Spud Date: 8/5/2008

Project: UTAH-UINTAH Site: NBU 1022-10A2T Rig Name No: 

Event: ABANDONMENT End Date: 6/3/2013Start Date: 5/29/2013

Active Datum: RKB @5,084.00usft (above Mean Sea 

Level)

UWI: NBU 1022-10A2T

     Time     

Start-End

MD From

(usft)

Code Sub 

Code

P/U OperationPhaseDuration

(hr)

Date

5/29/2013 ABANDT 30 A P 7AM (DAY 1) JSA - - R/D RIG, MOVING RIG EQUIP & 

R/U RIG. 

RDMO NBU 207. ROAD RIG TO NBU 1022-10A2T. 

MIRU, SPOT EQUIPMENT. WHP=80#. BLEW WELL 

DOWN. KILL WELL W/ 60 BBLS TMAC. 30 DN TBG / 

30 DN CSG. NDWH, NUBOP, R/U FLOOR & TBG 

EQUIPMENT. L/D TBG HANGER. P.T. BOP TO 3000#  

HELD GOOD

1.50 8:30 7:00 -

ABANDT 31 I P MIRU SCAN TECH. SCAN 257 JTS 2-3/8" J-55 TBG 

WHILE POOH. LIGHT TO MEDIUM SCALE THROUGH 

OUT STRING. 9 RED, 16 NO DRIFT, 230 YELLOW, 2 

BLUE.

SWI-SDFN PREP TO SET CBP & PMP CMT IN AM

6.5015:00 8:30 -

5/30/2013 ABANDT 34 I P 7AM (DAY 2)  JSA - - W.L. WORK, PMPG CMT, L/D 

TBG

SICP=60#. KILL WELL W/ 20 BBLS TMAC.  

MIRU CUTTERS. RIH W/ GAUGE RING FOR 4.5" CSG 

TO 6670'. POOH L/D GAUGE RING. RIH W/ HLBRTN 

8K CBP & SET @ 6610. POOH AND L/D TOOLS. 

RDMO CUTTERS.

1.50 8:30 7:00 -

ABANDT 31 I P RIH OUT OF DERRICK ON 2-3/8" YELL BND TBG. 

EOT @ 6606'. FILL CSG W/ 102 BBLS. P.T. CSG TO 

500#. HELD GOOD FOR 5 MIN.

1.5010:00 8:30 -

ABANDT 51 C P MIRU PRO PETRO. MIX AND PMP 10 SX CLASS G 

CMT, 15.8#, 1.15 YEILD.  PUH TO 4247'. MIX AND 

PMP 20 SX CLASS G CMT, 15.8#, 1.15 YEILD

ESTIMATE CMT TOPS @ 6481' +- AND 3980' +-.  

RDMO PRO PETRO.

2.5012:3010:00 -

ABANDT 31 I P POOH LAYING DOWN REMAINING TBG.R/D FLOOR 

& TBG EQUIPMENT. NDBOP & WELL HEAD. PREP 

FOR DRILLING OPS.

39.97011', 109.41874 & 5064 ELEVATION

2.5015:0012:30 -

6/3/2013 REMOVE PRODUCTION FACILITIES TO PREPARE 

LOCATION FOR PAD DRILLING

 7:00 -

7/19/2013  2:17:22PM 1

Sundry Number: 40227 API Well Number: 43047399970000Sundry Number: 40227 API Well Number: 43047399970000

US ROCKIES REGION

Operation Summary Report

Well: NBU 1022-10A2T Spud Conductor: 7/17/2008 Spud Date: 8/5/2008

Project: UTAH-UINTAH Site: NBU 1022-10A2T Rig Name No:

Event: ABANDONMENT Start Date: 5/29/2013 End Date: 6/3/2013

Active Datum: RKB @5,084.00usft(above Mean Sea UWl: NBU 1022-10A2T

Level)

Date Time Duration Phase Code Sub P/U MD From Operation
Start-End (hr) Code (usft)

5/29/2013 7:00 - 8:30 1.50 ABANDT 30 A P 7AM (DAY 1) JSA- - R/D RIG, MOVING RIG EQUIP &
R/U RIG.
RDMO NBU 207. ROAD RIG TO NBU 1022-10A2T.

MIRU, SPOT EQUIPMENT. WHP=80#. BLEW WELL
DOWN. KILLWELL W/ 60 BBLS TMAC. 30 DN TBG /
30 DN CSG. NDWH, NUBOP, R/U FLOOR & TBG
EQUIPMENT. L/D TBG HANGER. P.T. BOP TO 3000#
HELD GOOD

8:30 - 15:00 6.50 ABANDT 31 I P MIRU SCAN TECH. SCAN 257 JTS 2-3/8" J-55 TBG
WHILE POOH. LIGHT TO MEDIUM SCALE THROUGH
OUT STRING. 9 RED, 16 NO DRIFT, 230 YELLOW, 2
BLUE.
SWl-SDFN PREP TO SET CBP & PMP CMT INAM

5/30/2013 7:00 - 8:30 1.50 ABANDT 34 I P 7AM (DAY2) JSA - - W.L. WORK, PMPG CMT, L/D
TBG
SICP=60#. KILLWELL W/ 20 BBLS TMAC.
MIRU CUTTERS. RIH W/ GAUGE RING FOR 4.5" CSG
TO 6670'. POOH L/D GAUGE RING. RIH W/ HLBRTN
8K CBP & SET @6610. POOH AND L/D TOOLS.
RDMO CUTTERS.

8:30 - 10:00 1.50 ABANDT 31 I P RIH OUT OF DERRICK ON 2-3/8" YELL BND TBG.
EOT @6606'. FILL CSG W/ 102 BBLS. P.T. CSG TO
500#. HELD GOOD FOR 5 MIN.

10:00 - 12:30 2.50 ABANDT 51 C P MIRU PRO PETRO. MIXAND PMP 10 SX CLASS G
CMT, 15.8#, 1.15 YEILD. PUH TO 4247'. MIXAND
PMP 20 SX CLASS G CMT, 15.8#, 1.15 YEILD
ESTIMATE CMT TOPS @6481' +- AND 3980' +-.

RDMO PRO PETRO.
12:30 - 15:00 2.50 ABANDT 31 I P POOH LAYlNG DOWN REMAINING TBG.R/D FLOOR

& TBG EQUIPMENT. NDBOP & WELL HEAD. PREP
FOR DRILLING OPS.
39.97011', 109.41874 & 5064 ELEVATION

6/3/2013 7:00 - REMOVE PRODUCTION FACILITIES TO PREPARE
LOCATION FOR PAD DRILLING

7/19/2013 2:17:22PM 1

RECEIVED: Jul. 19,



RECEIVED: Jan. 13, 2014

 

STATE OF UTAH
DEPARTMENT OF NATURAL RESOURCES

DIVISION OF OIL, GAS, AND MINING 

FORM 9
 

5.LEASE DESIGNATION AND SERIAL NUMBER:
 ST UO 01197-A 

SUNDRY NOTICES AND REPORTS ON WELLS

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION
FOR PERMIT TO DRILL form for such proposals.

6. IF INDIAN, ALLOTTEE OR TRIBE NAME:
  

7.UNIT or CA AGREEMENT NAME:
 NATURAL BUTTES 

1. TYPE OF WELL
  Gas Well 

8. WELL NAME and NUMBER:
 NBU 1022-10A2T 

2. NAME OF OPERATOR:
 KERR-MCGEE OIL & GAS ONSHORE, L.P.

9. API NUMBER:
 43047399970000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 
 P.O. Box 173779 1099 18th Street, Suite 600, Denver, CO, 80217 3779 720 929-6515  Ext 

9. FIELD and POOL or WILDCAT:
 NATURAL BUTTES 

4. LOCATION OF WELL
  FOOTAGES AT SURFACE:
     0201 FNL 0777 FEL 
  QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN:
     Qtr/Qtr: NENE Section: 10 Township: 10.0S Range: 22.0E Meridian: S

COUNTY:
 UINTAH 

STATE:
 UTAH

11.

CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

 

    NOTICE OF INTENT
Approximate date work will start:

    SUBSEQUENT REPORT
Date of Work Completion:

1 /3 /2014

    SPUD REPORT
Date of Spud:

 

    DRILLING REPORT
Report Date:

 

     ACIDIZE       ALTER CASING       CASING REPAIR  

     CHANGE TO PREVIOUS PLANS       CHANGE TUBING       CHANGE WELL NAME  

     CHANGE WELL STATUS       COMMINGLE PRODUCING FORMATIONS       CONVERT WELL TYPE   

     DEEPEN       FRACTURE TREAT       NEW CONSTRUCTION  

     OPERATOR CHANGE       PLUG AND ABANDON       PLUG BACK  

     PRODUCTION START OR RESUME       RECLAMATION OF WELL SITE       RECOMPLETE DIFFERENT FORMATION  

     REPERFORATE CURRENT FORMATION       SIDETRACK TO REPAIR WELL       TEMPORARY ABANDON  

     TUBING REPAIR       VENT OR FLARE        WATER DISPOSAL  

     WATER SHUTOFF       SI TA STATUS EXTENSION       APD EXTENSION  

     WILDCAT WELL DETERMINATION       OTHER  OTHER:  RETURN TO PRODUCTION

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

 THE SUBJECT WELL WAS RETURNED TO PRODUCTION ON 01/03/2014

NAME (PLEASE PRINT) PHONE NUMBER 
 Kay E. Kelly 720 929 6582

TITLE
 Regulatory Analyst

SIGNATURE
 N/A

DATE
 1 /13 /2014

January 14, 2014

Sundry Number: 46828 API Well Number: 43047399970000Sundry Number: 46828 API Well Number: 43047399970000

FORM 9
STATE OF UTAH

DEPARTMENTOF NATURALRESOURCES
5.LEASE DESIGNATION AND SERIAL NUMBER:DIVISION OF OIL, GAS, AND MINING ST UO 01197-A

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION 7.UNITor CA AGREEMENT NAME:

FOR PERMIT TO DRILL form for such proposals. NATURALBUTTES

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Gas Well NBU 1022-10A2T

2. NAME OF OPERATOR: 9. API NUMBER:
KERR-MCGEE OIL & GAS ONSHORE, L.P. 43047399970000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
P.O. Box 173779 1099 18th Street, Suite 600, Denver, CO, 80217 3779 720 929-6 5NIATIERALBUTTES

4. LOCATION OF WELL COUNTY:
FOOTAGESATSURFACE: UINTAH

0201 FNL 0777 FEL
QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

QtrlQtr: NENE Section: 10 Township: 10.0S Range: 22.0E Meridian: S UTAH

CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACI DIZE ALTER CASING CASING REPAIR

NOTICE OF INTENT CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME
Approximate date work will start:

CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENT REPORT
Date of Work Completion: DEEPEN FRACTURE TREAT NEW CONSTRUCTION

1/3/2014
OPERATORCHANGE PLUGANDABANDON PLUGBACK

SPUD REPORT PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION
Date of Spud:

REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT
Report Date: WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION

WILDCATWELLDETERMINATION OTHER OTHER: RETURNTOPRODUCTION

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

THE SUBJECT WELL WAS RETURNED TO PRODUCTION ON 01/03/2014 Accepted by the
Utah Division of

Oil, Gas and Mining

FOR RECORD ONLY
January 14, 2014

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Kay E. Kelly 720 929 6582 Regulatory Analyst

SIGNATURE DATE
N/A 1/13/2014

RECEIVED: Jan. 13,



RECEIVED: Feb. 27, 2014

 

STATE OF UTAH
DEPARTMENT OF NATURAL RESOURCES

DIVISION OF OIL, GAS, AND MINING 

FORM 9
 

5.LEASE DESIGNATION AND SERIAL NUMBER:
 ST UO 01197-A 

SUNDRY NOTICES AND REPORTS ON WELLS

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION
FOR PERMIT TO DRILL form for such proposals.

6. IF INDIAN, ALLOTTEE OR TRIBE NAME:
 

7.UNIT or CA AGREEMENT NAME:
 NATURAL BUTTES 

1. TYPE OF WELL
  Gas Well 

8. WELL NAME and NUMBER:
 NBU 1022-10A2T 

2. NAME OF OPERATOR:
 KERR-MCGEE OIL & GAS ONSHORE, L.P.

9. API NUMBER:
 43047399970000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 
 P.O. Box 173779 1099 18th Street, Suite 600, Denver, CO, 80217 3779 720 929-6100  Ext 

9. FIELD and POOL or WILDCAT:
 NATURAL BUTTES 

4. LOCATION OF WELL
  FOOTAGES AT SURFACE:
     0201 FNL 0777 FEL 
  QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN:
     Qtr/Qtr: NENE Section: 10 Township: 10.0S Range: 22.0E Meridian: S

COUNTY:
 UINTAH 

STATE:
 UTAH

11.

CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

 

    NOTICE OF INTENT
Approximate date work will start:

    SUBSEQUENT REPORT
Date of Work Completion:

1 /2 /2014

    SPUD REPORT
Date of Spud:

 

    DRILLING REPORT
Report Date:

 

     ACIDIZE       ALTER CASING       CASING REPAIR  

     CHANGE TO PREVIOUS PLANS       CHANGE TUBING       CHANGE WELL NAME  

     CHANGE WELL STATUS       COMMINGLE PRODUCING FORMATIONS       CONVERT WELL TYPE   

     DEEPEN       FRACTURE TREAT       NEW CONSTRUCTION  

     OPERATOR CHANGE       PLUG AND ABANDON       PLUG BACK  

     PRODUCTION START OR RESUME       RECLAMATION OF WELL SITE       RECOMPLETE DIFFERENT FORMATION  

     REPERFORATE CURRENT FORMATION       SIDETRACK TO REPAIR WELL       TEMPORARY ABANDON  

     TUBING REPAIR       VENT OR FLARE        WATER DISPOSAL  

     WATER SHUTOFF       SI TA STATUS EXTENSION       APD EXTENSION  

     WILDCAT WELL DETERMINATION       OTHER  OTHER: 

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

 The subject well was temporarily abandoned to drill and complete the
NBU 1022-10A2T Pad. On 1/2/2014 well work had completed drilling
out plugs and returned the well to production on 1/3/2014. Please see

attached daily summary.

NAME (PLEASE PRINT) PHONE NUMBER 
 Teena Paulo 720 929-6236

TITLE
 Staff Regulatory Specialist

SIGNATURE
 N/A

DATE
 2 /27 /2014

February 27, 2014

Sundry Number: 48192 API Well Number: 43047399970000Sundry Number: 48192 API Well Number: 43047399970000

FORM 9
STATE OF UTAH

DEPARTMENTOF NATURALRESOURCES
5.LEASE DESIGNATION AND SERIAL NUMBER:DIVISION OF OIL, GAS, AND MINING ST UO 01197-A

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION 7.UNITor CA AGREEMENT NAME:

FOR PERMIT TO DRILL form for such proposals. NATURALBUTTES

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Gas Well NBU 1022-10A2T

2. NAME OF OPERATOR: 9. API NUMBER:
KERR-MCGEE OIL & GAS ONSHORE, L.P. 43047399970000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
P.O. Box 173779 1099 18th Street, Suite 600, Denver, CO, 80217 3779 720 929-6 10ATIERALBUTTES

4. LOCATION OF WELL COUNTY:
FOOTAGESATSURFACE: UINTAH

0201 FNL 0777 FEL
QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

QtrlQtr: NENE Section: 10 Township: 10.0S Range: 22.0E Meridian: S UTAH

CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACI DIZE ALTER CASING CASING REPAIR

NOTICE OF INTENT CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME
Approximate date work will start:

CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENT REPORT
Date of Work Completion: DEEPEN FRACTURE TREAT NEW CONSTRUCTION

1/2/2014
OPERATORCHANGE PLUGANDABANDON PLUGBACK

SPUD REPORT PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION
Date of Spud:

REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT
Report Date: WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION

WILDCATWELLDETERMINATION OTHER OTHER:

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

The subject well was temporarily abandoned to drill and complete the Accepted by the
NBU 1022-10A2T Pad. On 1/2/2014 well work had completed drilling Utah Division of
out plugs and returned the well to production on 1/3/2014. Please see Oil, Gas and Mining

attached daily summary. FOR RECORD ONLY
February 27, 2014

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Teena Paulo 720 929-6236 Staff Regulatory Specialist

SIGNATURE DATE
N/A 2/27/2014

RECEIVED: Feb. 27,



RECEIVED: Feb. 27, 2014
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Sundry Number: 48192 API Well Number: 43047399970000Sundry Number: 48192 API Well Number: 43047399970000

US ROCKIES REGION

Operation Summary Report

Well: NBU 1022-10A2T Spud Conductor: 7/17/2008 Spud Date: 8/5/2008

Project: UTAH-UINTAH Site: NBU 1022-10A2T Rig Name No: SWABBCO 6/6

Event: ABANDONMENT Start Date: 11/15/2013 End Date: 1/2/2014

Active Datum: RKB @5,084.00usft(above Mean Sea UWl: NBU 1022-10A2T

Level)

Date Time Duration Phase Code Sub P/U MD From Operation
Start-End (hr) Code (usft)

11/15/2013 7:00 - REBUILD PROD FACILITIES TO RETURN WELL TO
PRODUCTION

12/31/2013 7:00 - 7:30 0.50 ABANDT 48 P MILLING
7:30 - 18:00 10.50 ABANDT 44 A P MIRU, NDWH, NU BOP'S, PU POBS, BIT, SN, TlH 125

JTS TBG, TAG CEMENT, BREAK CIRC WITH T-MAC,
MILL270' CEMENT, TlH 171 JTS TBG, TAG 2ND
CEMENT PLUG, SWIFN

1/2/2014 7:00 - 7:30 0.50 ABANDT 48 P FOAM UNIT
7:30 - 18:00 10.50 ABANDT 44 A P TlH 70 JTS, TAG 2ND PLUG, MILL125' CEMENT, RU

WEATHERFORD, BREAK CIRC, MILL8K CBP, TlH TO
8532' C/O 45' SAND, BREAK CIRC, CIRC 30 MINS,
POOH LAYDWN 14 JTS TO 8095.51', 253 JTS,
LAND TBG, ND BOP'S, NUWH, POBS, RDMO

2/25/2014 1:30:37PM 1

RECEIVED: Feb. 27,
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